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Introduction 

A thermochemical hydrogen production process is one which requires only (i .e.  mainly) 
water as a material input and mainly thermal energy, or  heat, as an energy input. The 
output of the process is hydrogen and oxygen and possibly (or probably) some waste 
heat. The process itself comprises a series of chemical reactions which sum to water 
decomposition. The products of each reaction must be separated and either recycled or 
sent to the next reaction. Thermal energy, or heat, is transferred in the process to heat 
or cool the various reactant and product streams and to provide for the various "heats of 
reaction .'I Useful work, or electricity, will be required for pumping and/or operating 
separation equipment or  electrochemical reactions. A "pure" thermochemical process 
requires only heat as the energy input. A "hybrid" process is one which contains an 
electrochemical step. In water electrolysis, 80% of the energy input must be  in the form 
of electricity. 

The interest in thermochemical processes derives from the potential they offer for lower 
capital and/or operating costs and higher overall thermal efficiency than water electroly- 
sis. Water electrolysis has been used for some time a s  an industrial process to produce 
hydrogen and is especially attractive in areas where electricity is abundant and inex- 
pensive. The thermal efficiency - measured from primary thermal energy source to 
hydrogen in the pipeline - of the water electrolysis process is in the range of 30-35%. 
The major determinant is the efficiency of converting heat to useful work (i.e. electrici- 
ty) which is currently in the range of 35-40%. 

The definition of thermal efficiency ,q , used here is 

AH, 9 =  - 
Qt 

wi Qt = qi + - where 

1) 

where AHo = enthalpy change upon decomposition of liquid water to hydrogen and oxy- 
gen at 25' C and 1 atm. (68.3 kcal/g mole Ha)  

Q = total thermal energy required by the process t 

qi = 
w. = direct useful work input 

direct thermal energy input 

', E = efficiency of converting thermal energy to useful work 

This definition of q employs the so-called "higher heating value" of hydrogen, but the 

input to the process, End use considerations should not be important in a definition 
which is meant to focus on the process, as has been argued earlier (1). 
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1 motivation for its use springs from the fact that liquid water will, in fact, be the material 
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The first paper dealing with the energetics and thermodynamics of thermochemical 
processes for the decomposition of water was published in 1966 (2 ) .  The number of 
publications on this subject grew rapidly after 1971 with the emergence of an intense 
worldwide interest in a possible hydrogen economy. The proceedings of The Hydrogen 
Economy Miami Energy (THEME) Conference (3) contain papers on virtually every aspect 
of a hydrogen economy including several on thermochemical processing. Two recent 
review articles, by Braunstein & Bamberger (4) and Chao ( 5 ) ,  and a number of other 
recent papers (6-15) present detailed technical discussions of many aspects of the prob- 
lem and a long list of references. 

Efficiency 

Costs, capital and operating, will undoubtedly play the major role in determining what 
sort of hydrogen production processes become widely used in the future. Thermal 
efficiency, however, will exert a strong influence on costs and is a reasonable measure 
to use in the search for ftgoodf' thermochemical processes. 

The thermodynamic limitation on thermal efficiency, first published in 1966 (2) , and veri- 
fied several times since then, is 

1 
1 f 1  9 wi 

AH, '(z %) 

1 

3)  

The derivation leading to this result employs the assumption that all the process 
thermal energy input, q . ,  occurs at the high temperature, T and that all the process 
heat rejection, q , take2 place at the heat sink temperature ,?, . A Go is the change in 
the Gibbs functios upon decomposition of liquid water to hydrogen and oxygen at 2 5 O  C 
and 1 atm. (56.7 kcal/g mole H2) .  

Equation (3) fixes the upper limit on q (when qr and Wi are = 0) such that 

( 1 . 0  

I 

It should be pointed out here that the upper limit on q shown in Equation 4 is 1 . 0  because 
it was assumed that q , the process heat rejection, could not be negative. If this restric- 
tion is removed, whits would allow heat to flow into the process from the heat sink at Tc , 
the upper limit wi l l  be given by the lower expression in Equation 4 and will approach 
1 . 2  (i.e. AH,/AG,), which is exactly the situation for water electrolysis when the process 
efficiency is based on the "thermoneutral" voltage. 

r 
I 

Single Stage Process 

The simplest single step process to decompose water is electrolytic. Actual operating 
data (16) indicate that water electrolysis cells consume 20-27 kw-hr/lb of H generated. 
The cell efficiency, based on a AH, of 1 8 . 1  kw-hr/lb H 2 ,  is then in the rang2 6 6 9 0 % .  The 
simplest conceptual thermal process is to heat the water to a high temperature and sepa- 
rate the hydrogen and oxygen which form in the equilibrium mixture. 

I 
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The entropy change for water decomposition, after the liquid to vapor phase change has 
occurred, is  approximately 0.01 kcal/g mole OK which is simply too small to achieve a 
substantial reduction in the work.requirement at currently achievable operating temper- 
atures. Another way of saying this is that the equilibrium composition does not shift in 
favor of H2  rapidly enough with increasing temperature to suggest that a single step 
thermal decomposition process offers great promise for the near term. At 2000° K and 
1 atm the equilibrium mixture of H 2 0  - H - 0 contains a mole fraction of H equal to 
only 0.036 corresponding to only a 3.6% c!onve%sion of water. High temperafure gas 
cooled reactors which may be able to provide process heat in the near future are oper- 
ating in the range of 1200-13000 K (17). 

In any direct decomposition process there will be severe practical problems related to 
the very high temperatures required. Materials of construction, heat exchangers, 
separation membranes and reaction vessels will present considerable difficulties, but 
the real and unavoidable drawback has to do with the small entropy increase for the 
water decomposition reaction. In a practical sense it is not possible to reduce the useful 
work requirement to zero. 

Multistage Processes 

A s  was shown by Funk & Reinstrom (2) and reiterated by Abraham and Schreiner in 1974 
(111, it is possible for a multistage process to satisfy the first and second laws of thermo- 
dynamics along with the constraint that no useful work be expended in the process. In 
order to visualize such a situation one should imagine a general thermochemical process 
comprising an arbitrary number of steps. Each reaction exhibits some change in enthal- 
py ,  AH, entropy, AS, and Gibbs function or free energy, AG . If the entire process is 
operated reversibly at 25' C and 1 atm, the work and heat requirements will be exactly 
the same $s for an ideal electrolysis cell since the work requirement, AG , and the heat 
requirement, T A S  , are the same for any and all reversible processes. In this sense 
the reversible constant temperature and pressure thermochemical process is the same as 
the reversible water electrolysis cell. The work requirement for electrolysis can be re- 
duced by operating at higher temperatures, but by choosing the operating temperatures 
in the thermochemical process properly it i s  possible, at least in principle, to reduce the 
useful work requirement to zero. In the chemical process the work requirement manii- 
fests itself mainly in work of separation required in the various reaction steps. 

The total process useful work requirement may be reduced by operating some of the re- 
actions at high temperatures and some at low temperatures. If the work requirement for 
the reaction step is  taken to be the change in the Gibbs function for the reaction, the 
object is to operate those reactions with positive entropy changes at high temperatures. 
Neglecting the effect of temperature on enthalpy and entropy changes, and realizing that 
phase changes must be treated with care, the following analysis may be made. 

The work and heat requirements for the ith reaction are given by 

Wi = W? - ASi (Ti - To) 5) 

qi = qiTo + ASi (Ti - To) 6) 

where the o subscript refers to a reference or standard temperature, say 25O C .  
d 

The effect of the sign of the reaction entropy change is apparent. The total heat and work 
requirements are obtained by summing, so that 

I 

i= 1 
W = AGO - Z ASi (Ti - To) 8 )  T 



Now, suppose that J reactions have positive entropy changes and are operated at high 
temperatures, Ti and L reactions have negative entropy changes and are operated at 
To. The total work, W T ,  will be zero when 

4 

J 
Z ASi (Ti - To) = AGO 

i= 1 

If only one high temperature, say TH is employed, the result is 

In principle, there is no reason why Equations 9 and 10 cannot be satisfied along with 

I J J+L 
C ASi = Z AS. + 

i=l j=1 J i=J+1 
I: ASi = ASo 

This conclusion cannot be reached for a one step process. In that case, the zero work 
requirement must be accomplished by a temperature manipulation rather than the selec- 
tion of a suitable sequence of chemical reaction. 

Two-Stage Process 

Suppose a two-reaction process has been found which requires no useful work. One 
reaction is operated at T and the other at T . Choose T = 1GiF C and T = 950" Z and 
assume that AH and AS a%e independent of tkhnperature. %or the decompoqition of water 
vapor at 1000 C ,  AH = 5 8 . 1 ,  AG = 53 .8 ,  and AS = 0.0116,  and H 2 0  is assumed to enter 
the process in the vapor phase. Since the work required is zero, AGc = AGH = 0 and 

AHH = THASH 

AHc = Tc ASc 

From Equation 10 it  i s  found that 
ASH = 5 3 . 8  

950-100 = +0.0633 

and,  from Equation 12 

AHH = (1223) C.0633) = +77.4  

Since the AS'S must sum to 0.0116 

ASL = -0.0517 

From Equation 13 

AHc = (373) (- .0517) = -19 .3  
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Abraham and Schreiner (11) indicate that the positive entropy change required for the 
high temperature reaction (to. 0633) is too large for real substances. Funk and Reinstrom 
(2) have expressed the opinion that it is  unlikely that elements or simple compounds will 
be found to operate in efficient two-step processes. It is interesting, however, to con- 
sider processes which employ the steam-methane reforming reaction. This reaction has 
a very large entropy change and has been suggested by Schulten as a I'good" reaction 
for thermochemical processes (17). 

A two-step process using the steam-methane reforming reaction is shown below 

Reaction 

1 CH4 (g) + H 2 0  (g) -+ CO (g) + 3H2 (g) 

CO (g) + 2H2(g) + CH4(g) + 2 0 2  (g) 1 2 

Reaction No. 2 is shown to illustrate the point . It is not suggested here that it will "go" 
a s  written. The reaction property changes a re  

A S  
7 

A G  - Reaction Temp O C 

1 100 50.2 30.1 + 0.0541 
2 100 7 .9  23.7 - 0.0425 
1 627 53.6 - 0.4 + 0.0601 

The A G for reaction 1 is zero at 621' C. Notice that the work requirement, or at least the 
free energy change, has been reduced by approximately 30 kcal by raising the operating 
temperature 5270 C . The entropy change for the steam-methane reforming reaction almost 
satisfies the requirement mentioned earlier. The work of separation for this reaction is 
high, however, and this is an important quantity in thermochemical processes, as has  
been described elsewhere (7). 

Cycle Evaluation 

The complete evaluation of a thermochemical process is a complex and involved task. 
Experimental data on the reactions describing both equilibrium and kinetic conditions 
a re  required. Information dealing with corrosion and materials of construction should 
be available. Then, from a full mass and energy balance and equipment design or speci- 
fication the thermal efficiency and capital and operating costs can be determined. Such 
effort cannot be applied, of course, to every process and an automated procedure for 
cycle evaluation is necessary. Such a procedure has been developed and is embodied 
in the HYDRGN computer program, which has been described elsewhere (1). This tech- 
nique operates in conjunction with a large thermochemical data bank and a program which 
determines the equilibrium composition of reacting mixtures. It calculates important 
process conditions such as: 

1. Thermodynamic property changes in each step of process, including the heating 
and cooling steps, 

2 .  Amount of recycle and work of separation (for gas mixtures) as a function of the  
approach to equilibrium in the chemical reaction steps, 

3. Possibilities for thermal energy regeneration and useful work production in the  
process itself, and 

4. An estimate of the overall process thermal efficiency. 

The output of the HYDRGN program may be used to generate more detailed mass and 



6 
energy balances and may be  adapted to a particular process to do parametric studies. 
This evaluation procedure has been widely used and applied to over 100 processes. 

A Hybrid Cycle 

A good example of a hybrid cycle is the so called hybrid sulfuric acid process now being 
developed by Westinghouse and NASA. The reactions and their standard state property 
changes are 

Step 
No. 

2980 K ,  1 atm 

AH* AG* AS** - - -  

H20(1) -, H2(g) + +2(g) 68.3 56.7 .039 

* kcal/g mole H2 ** kcal/g mole H2' K 

The first step is accomplished electrolytically and the second, the decomposition of 
sulfuric acid, is done thermally. Step No. 2 has a large positive entropy change, which 
is necessary for a good thermochemical process. The work requirement in the first step 
may be reduced by operating with acid concentrations less than 1008, which has the 
effect of shifting some of the work requirement into the second step in which thermal 
energy is the major input. A detailed cost and efficiency estimate has been prepared by 
Westinghouse and NASA and is preseiited elsewhere in iiiis tjymposium. 

A Sulfur Cycle 

The large entropy changes associated with the decomposition of sulfates and/or SO has 
led to the generation of a number of processes incorporating such a step (10, 12). One 
such cycle is  

3 

AH* AG* AS** - -- 
7.3 1 .7  .0187 

.0217 

1 -Bas + H 2 0  -, BaS04 + Hg 4 
1 1 4 B a S 0 4 +  -S + 1 Bas+ 1 SO2 25.6 19.1 2 4 2 
5 -SO2 + Fe203 + 2FeSO + S 2 
2FeS04 + Fe203 + 2S02 + - 

-69.4 -37.3 - .lo75 
104.8 73.2 .lo61 

68.3 56.7 .039 

l 2  
2 O2 

1 H 2 0  +. H + -0 2 2 2  
*kcal/g mole H2  **kcal/g mole H2'K 298OK, 1 atm 

Preliminary estimates indicate that such a cycle could have an efficiency around 40% when 
the maximum process temperature is 1144' K.  A more detailed study is now under way. 

A great deal of experimental and theoretical work is now being done by various organi- 
zations on a worldwide basis. Table 1 shows some of the processes, cast in terms of the 
hydrogen and oxygen producing reactions from which they proceed, and the organi- 
zations which a re  doing the research and development. The overall program is broad 
and a number of avenues - both experimental and theoretical - are  being pursued. The 
results, obtained in the laboratory and from engineering designs, should provide the 
information necessary to make a realistic evaluation of the true potential of thermochemi- 
cal processes. 
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TABLE 1 

A Process Classification and Development Scheme 

0 0 Orgonizo tion 

(C0+2H2) KFA-Julich, West Germany 
Lawrence Livermore Laboratory 

Westinghouse Hybrid Sulfuric Acid 
KFA-Julich , West Germany 
Los Alamos Scientific Laboratory 

CH4 1 

2 (S02+H20)  H2S04 

3 (3FeC12 + 3H20) (Fe304 + 6HC1) IGT 
GE 

4 

5 

6 

7 

8 

9 

10 

11 

1 2  

13 

1 4  

112 Sn 

112 s 

(K2Se + H 2 0 )  

C12* 

(2Cs + H 2 0 )  

3Fe0 

Hg 

113 KI 

s02 

314 Fe 

(SrBr2 + Hg) 

112 Sn02 

112 so2 

(2KOH + Se) 

2HC1 

2CsOH 

Fe304 

HgO 

113 KI03 

s03 
314 Fe304 

Euratom-Ispra , Italy 
RWTH-Aachen , West Germany 

Gaz de France 

Los Alamos Scientific Laboratory 
University of Kentucky 

Lawrence Livermore Laboratory 

Allison Division, GM 
A i r  Products 
IGT 
RWTH , Aachen, West Germany 

Aerojet General 

IGT 
RWTH , Aachen , West Germany 

Euratom, Ispra (Mark-1) 

GE 

IGT 

IGT 
RWTH , Aachen , West Germany 

Euratom, Ispra , Italy 

*Reverse the H2  + 1 / 2 0 2  
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REACTION EXPEmMENTS FOR THERMOCHEMICAL 
WA TER-SPLIT TING 

John Gahimer, Jon Pangborn, Stephan Foh, 
Mono Mazumder, and Robert Stotz 
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3424 South State Street  

Chicago, Illinois 60616 

INTRODUCTION 

A thermochemical water-splitting process  is a sequence of chemical reactions 
i n  which every species except water is recycled. 
water and thermal  energy. 
heat. Thermochemical water-splitting prccesses  offer a closed-cycle, non- 
material-polluting route to  fuel synthesis. 
because the only by-product is oxygen and bekause combustion of the product 
hydrogen re-creates  the raw material ,  water. 

Ideally, the net inputs a r e  only 
The net outputs a r e  hydrogen, oxygen, and degraded 

They a r e  environmentally compatible 
I 

In the long term,  thermochemical water-splitting processes  offer a conversion 
technology for  transforming heat from any moderate- or  high-temperature source 
into chemical energy by using a perpetually available resource. Fo r  the near 
term,  hydrogen from a heat source,  such as  a nuclear reactor,  can be used to  
supplement fossil-fuel sources such a s  natural  gas (blending), petroleum (hydro- 
treating), and especially coal, shale kerogens, o r  sand bitumens (hydrogenation 
to liquids o r  gases).  The American Gas Association is sponsoring a program, 
now in i ts  fifth year a t  the Institate of Gas Technology, to theoretically and ex- 
perimentally evaluate thermochemical water-splitting as  a method of fuel pro- 
duction. If hydrogen and oxygen can be produced by a water-splitting process a t  
low cost, they would assume increased importance as industrial commoditics a8 
well as  fuel sources. 

I Ideally, water can be split into hydrogen and oxygen by supplying the enthalpy 
of reaction with a combination of thermal  energy (for entropy requirements) and 
work energy (for free-energy requirements). 
splitting i s  electrolysis,  in which work energy (electricity) i n  excess of the re -  
action enthalpy i s  supplied t o  produce hydrogen and oxygen from a water- 
electrolyte solution. A heat-to-work transformation is needed to generate the 
required electrical  energy f rom pr imary  thermal  energy (fossil, nuclear, o r  
solar). 
limitations and by practical  constraints in  operating power plants. Photolysis 
processes  will encounter a s imi l a r  restriction if the light is produced f rom 
thermal  pr imary  energy. 
by the small fraction of the solar  spectrum that has sufficient energy, pe r  photon, 
to drive known photolytic reactions. 

To reduce the requirement for  a heat-to-work cycle, water can be decom- 
posed in a single step by heating it to very high temperatures (2500'to 4000'G) 
and separating the gaseous products. The mater ia ls  required for containment 
and separation obviously limit practical  applications a t  these temperatures.  The 
same thermal  decomposition and separation can be accomplished through mul- 
tiple chemical reaction steps operating a t  lower temperatures,  i. e., through a 
thermochemical water-splitting process.  
dynamics, quantities of heat in excess of the reaction free energy plus entropy 
requirements of water-splitting must be supplied. The chemical reactions a r e  

The present technobgy for  water- 

The efficiency of this transformation is res t r ic ted by thermodynamic 

Direct solar  energy input to  photolysis seems limited 

I 

c 

According to  the second law of thermo-  



driven primarily by hea t  inputs, with minimal process  work (mechanical and 
electrical)  requirements.  Research  a t  IGT has emphasized these processes,  
f o r  which the predominant f o r m  of energy input is heat, with the expectation of 
m o r e  efficient and less capital-intensive processes  than those depending pr i -  
mar i ly  upon conversions of heat t o  wbrk, such as electrolysis. 

CLASSES OF KNOWN CYCLES 

Nearly a l l  the (pure) thermochemical water-splitting cycles (i. e., closed- 
loop reaction sequences operated predominantly with the rma l  energy inputs) 
publishedto date (1) can  be grouped into one of the five generic c lasses  shown 
in Table 1. 

Table 1. CLASSES O F  KNOWN THERMOCHEMICAL 
HYDROGEN PRODUCTION CYCLES 

Class  1: Metal-Metal Oxide Cycles 

M t HzO - MO t Hz 

MO - M f I / z O ~  

Class  2 :  Metal Oxide-Metal Hydroxide Cycles 

M t ZH20 4 M(OH), + H2 
M(OH), -t MO t HzO 

MO * M + 1/20; 

Class 3: Metal Oxide-Metal Sulfate Cycles 

MO t SO2 t HzO 4 MSO, t Hz 

MSOi MO t SO, 
so3 - so, t 1 / 2 0 ,  

Class  4: Metal-Metal Halide Cycles 

M t 2HX e M X z  t Hz 
MX2 + M t X2 

Xz t HzO -+ ZHX t 1/ZOz 

Class  5: Metal Oxide-Metal Halide Cycles 

M t HZO + MO t Hz 
MO t 2 H x  4 MX, t HzO 
MXZ M t Xz 
X2 t H2O -+ 2HX t l/ZOz 

12 

1 

(In this table, M can  be interpreted as either a zero-valent meta l  o r  the lower 
valance state of a n  oxide pair or halide pair. ) Of course,  other types of cycles 
a r e  possible for hybrid electrotbermochemical cycles that include one o r  more  
electrolytic s teps  with work energy (electricity) input, Other types of cycles can 
a l so  be derived f o r  o ther  forms of work energy input, such  as photolysis. 
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Of course, myriad combinations of these five c lasses  can be made. In  general, 

however, the simpler schemes a r e  expected to be  m o r e  desirable in  t e r m s  of 
both efficiency and capital cost. 

NO two-step thermochemical cycles, the metal-metal  oxide cycles (Class 1 in 
Table 1) a r e  known to be operable within the tempera ture  range of interest  fo r  this 
program, 300" to  1200'K. Two-step cycles theoretically might be constructed f r o m  
metal-metal  hydride pa i r s  ; none have been reported. 
can fo rm three-step cycles of the meta l  oxide-metal hydroxide Class 2 or  the meta l  
oxide-metal sulfate Class 3. The sulfuric acid cycle investigated by Bowman e t  al. 
at LOS Alamos Scientific Laboratory (2) and by Breche r  et  al. at Westinghouse Elec t r ic  
Corp. (3) could be considered a member of both Class 2 w i t h  M = sulfur dioxide and of 
Class 3 with MO = water. 

Many compounds theoretically 

The metal-metal halide Class 4, a s  writ ten in Table 1, is viable only for  
chlorides and fluorides because bromine and iodinc have unfavorable equilibria 
in the halogen-steam reaction (the analog of the reverse-Deacon reacton. Because 
the metal  fluorides a r e  relatively stable, cycles involving them are usually not 
very energy efficient, and fluorine and hydrogen fluoride present obvious contain- 
ment problems a t  high temperatures.  Thus the chlorides a r e  most  practical. Except 
for rare earth compounds, the only metal-metal  chloride pa i r  that we have found to 
be thermodynamically feasible in three-s tep  cycles of Class 4 (for the 300'to 1ZOO'K 
temperature envelope available f rom an  HTGR nuclear heat source)  is CrClz-CrC13. 

Some specific examples of chemical reaction sequences for  these five generic 
classes of thermochemical water-splitting cycles a r e  shown in Table 2, along 
with temperatures at  which the reactions should theoretically proceed. Also 
tabulated a r e  the Cibbs' free-energy change and enthalpy change for  each reaction 
at the stated temperature,  and calculated "maximum attainable" energy efficiency 
for each cycle based on the stated temperature sequence, assuming only nea r -  
t e r m  technology. "Maximum attainable" energy efficiency is our nomenclature 
for a figure of mer i t  which is the upper l imit  of the process  flowsheet efficiency 
calculation. 
vious papers (4,20). 

Our efficiency calculation methodology has been discussed in pre- 

Several  methods of calculating cycle efficiencies have been proposed (9- 13). 
The 1 G T  method assumes that a l l  pr imary input energy is heat and that the pro- 
duct energy is the high heating value of the hydrogen produced. 
a n  energy and material balance fo r  the cycle, and it takes into account the work 
t e r m s  due to poor reaction yields and reactant recycles, gas separations, elec- 
trochemical steps, and compressions, with a credit  fo r  work generated f r o m  ex- 
cess  heat available at  g rea te r  than 600'K. 
optimized by inspection. Thermodynamic quantities a r e  taken o r  calculated f r o m  
standard reference works on the thermodynamic properties of mater ia l s  (5-8). 
A computer program utilizing essentially the same methodology has  been developed 
by the University of Kentucky (11). 
for  cycle efficiency than does IGT's calculation because of differences in the 
pattern of internal heat t ransfer  and assumptions about the  efficiency of gener- 
ating work f rom heat. ) 

It is  based on 

Heat exchange within the cycle is 

(This program gives somewhat lower values 

The example cycles shown in Table 2 a r e  in  the high end of the efficiency 
range we have found for  feasible thermochemical cycles, with "maximum attain- 
able" efficiencies ranging from 47% to 65%. They il lustrate the general  t rend  
that cycles with few steps and high input temperatures have higher efficiencies, 
a s  expected, and that thermodynamically feasible and efficient cycles, for the 
300'to 1500'K temperature span, usually have individual reaction steps whose 
Gibbs' free-energy change is in  the range of about - 15 to about t 1 5  kilocalories. 
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Table 2. EXAMPLES OF KNOWN THERMOCHEMICAL 

HYDROGEN PRODUCTION CYCLES 

Temp,  c;, 
OK kcal  

Metal-Metal Oxide C c l e  L-1 
"Maximum Att a k a b l m  fficiehcy ) 

Metal Oxide-Metal Hydroxide Cycle L-2 
165% "Maximum Attainable" Efficiency) 

400 t1 .8  
1500 t8 .7  

Cd(s) t 2HzO(k) 4 Cd(OH)z(s) t Hz(g) Electrolysis t1 .0  

CdO(s) 4 Cd(g) t l/ZOz(g) 1500 t8.7 
Cd(OH),(s) 4 CdO(s) t HzO(g) 650 0.0 

Metal Oxide-Metal Sulfate Cycle C-7 
(57 % "Maximum Attainable" Efficiency) 

Fez03(s)  t 2SOZ(g) t HzO(g) - 2FeS04(s) t Hz(g) 400 -8.8 
2FeS04(s) - Fe,03(s) t SOz(g) t S03(g) 1000 -0.9 
SO3(g) - SOz(d t 1/aOz(g) 1200 - 3.3 

Metal-Metal Halide Cycle J- 1 
(47 % "Maximum Attznable"  Efficiency) 

2CrClz(s) + 2HCl(g) - 2CrC13(s) t Hz(g) 600 0.0 

Clz(g) t HzO(g) 4 2HCl(g) t l/zOz(g) 1200 - 5.4 

i!CrC13(s) -. 2 C r C l z ( ~ )  t Clz(g) 1200 t15.1 

Metal Oxide-Metal Halide Cycle B-1 
(47% "Maximum Attainable" Efficiency) 

3FeClz(a) t 4HZO(g) 4 Fe304(s)  .t 6HCl(g) t Hz(g) 1200 - 0.3 

Fe304(s) t 8HCl(g) 4 2FeC13(s) t FeClz(s) t 4Hzo(g) 400 - 13.4 

2FeC13(s, g) - 2E'eCl2(s) t Clz(g) 700 - 5.7 

Clz(g) t H.zO(g) -. 2HC1(g) t l/ZOz(g) 1200 - 5.4 

-3.1 

t 84.8 

t3 .4  
t12.3 

t84.8 

-46.6 

t 78. a 
t23 .  1 

-30.8 

t 86.5 
t 14.2 

+45.8 
-58.8 

-37.8 
t 14.2 
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F r o m  the examples in Table 2, we can  a l so  conclude that thermochemical 
water-splitting is potentially a very  efficient technology for  transforming p r imary  
heat energy into secondary fuel energy. ICT has theoretically examined about 150 
specific examples of such cycles. 
feasible and about 60 meet  our c r i te r ia  fo r  warranting some experimental  work 
("maximum attainable" efficiency g rea t e r  than 35% and no compounds of unmanage- 
able corrosivity). 

EXPERIMENTAL OBJECTIVE AND PROCEDURES 

Of these ,  about 90 a r e  thermodynamically 

The experimental objective is to determine which cycles a r e  technically 
feasible and whether the i r  efficiency is still attractive at actual operating con- 
ditions. Thus, our experimental program examines the  reaction steps of theo - 
retically possible and potentially efficient cycles to  identify those that a r e  t ru ly  
workable. 
feasibility, practicality, and yields a t  operating conditions. 
steps a re verified, including operating conditions different f r o m  those reported 
in the l i terature,  and the morphology of solid products is determined. 

Undocumented reaction steps a r e  tested in the laboratory to  determine 
Documented reaction 

Our purpose is to prove the feasibility of performing certain chemical reac- 
tions by supplying pr imar i ly  heat energy. 
energy are undesirable; therefore,  we usually construct uncomplicated reaction 
sys tems that do not involve mixing o r  fluidization. 
t r i a l s  reported here,  total  p re s su re  is always about 1 atmosphere. 

Reactions that require excessive work 

In the preliminary reaction 

Our standard procedure is to expose 5 to 50 g rams  of solid o r  liquid reactant, 
in a n  inert  ceramic  boat o r  in a packed bed ,  t o  a continuous flow of gaseous 
reactant or inert  c a r r i e r  gas. 
(for solid mater ia l s )  with gaseous product removal. All mater ia l s  exposed to  
the reaction a r e  glass, quartz, o r  ceramic.  When a 25% o r  more  conversion 
(mole bas i s )  occurs in 1 to 2 hours with reagent-grade reactants, we consider 
that reaction to be proved "workable. 
proved workable with reagent-grade materials, and we have operated the ent i re  
cycle, s tep  by step, with recycled mater ia l s ,  we consider that cycle to b e  
"demonstrated. " 

The sys tems are operated as batch reactors 

When a l l  the reactions of a cycle a r e  

THE GROUP O F  IRON- CHLORINE-HYDROGEN-OXYGEN CYCLES 

Of the 150 cycles that we havk theoretically examined, only 12 a r e  experi-  
mentally with reagent-grade mater ia l s ,  and only four of these  have 
been demonstrated with recycled materials.  To our knowledge, another five 
cycles have been shown to be experimentally workable by other r e sea rch  groups, 
and we understand that one of these has been demonstrated (19). Interestingly, 
of this total  of 17 known workable cycles, 12 belong to the group of metal oxide- 
metal  halide cycles (Class 5 in Table 1) that  are constructed from the elements 
iron-chlorine-hydrogen-oxygen. The nine chemical reactions shown in Table 3 
are sufficient to construct five of these 12 cycles. 
of this group involve substituting two reactions for  one of those l isted o r  com- 
bining two reactions into one. 

workable 

The other seven known cycles 

The following discussion of our experimental results is organized into four 
functional sections : metal oxidation (Reactions 1 and 2), metal  halogenation 
(Reactions 3, 4, and 5), meta l  reduction (Reactions 6 and 7). and halogen re- 
cycle (Reactions 8 and 9). 
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METAL OXIDATION- 

Reactions 1 and 2 a r e  the hydrogen-producing steps of these cycles, i. e . ,  the 
reduction of steam t o  molecular hydrogen by using s team to oxidize a meta l  o r  
meta l  halide species. 
reaction, since it would product: m o r e  hydrogen p e r  unit of solid, but the more  
stable Fe304 predominates. The Fez03  probably offers only a theoretical, not a 
real, advantage because the kinetics of the  subsequent halogenation reaction a r e  
slower with Fe,03 than with Fe30e 

1) 3Fe t 4H,O Fe304 t 4Hz 

W e  would theoretically prefer  t o  make Fe,03 in either 

The steam-iron reaction is well-known industrial technology. A rnodern, 
continuous version of it is the hydrogen-producing s tep  i n  one variation of IGT's 
HYGAS Process  for the synthesis of pipeline gas f rom coal (15- 17). The free-energy 
change for this reaction is favorable over the entire tempera ture  span of in te res t ,  
as shown in Figure 1. O u r  experimental t es t s  found a minimum useful tempera- 
ture  of 6OO0C, where 44% conversion was obtained. 
obtained at higher temperatures because of improved reaction kinetics. The 
reaction conversion also depends on iron morphology. 

2) 3FeC12 t 4 H 2 0  -. Fe304 t 6HCl t H, 

Grea ter  conversions can be 

F o r  the steam-FeC12 reaction, free-energy changes (Figure 1) a r e  negative 
only above 92OoC. However, the reaction proceeds to some extent at  4OO0C, with 
excess steam flow and continuous removal of HCl and hydrogen; the solid pro- 
duct is a mixture of Fe,04, Fe,O3, and FeOC1. 
yields of Fe304 and higher total conversions a r e  noted. 
conversion t o  oxides occurs in  less than 2 hours a t  6OO0C (again, with excess 
s team flow). No undesired side reactions a r e  observed, but significant quantities 
of FeOCl a r e  produced, particularly at tempera tures  below 6OO0C, i f  the reaction 
is stopped short  of completion. 
product; it vanishes if  reacted further with s t eam at the higher temperatures.  

A t  higher temperatures,  higher 
Essentially complete 

Apparently the oxychloride is  an  intermediate 

The Appendix details a new method of analysis that we have developed for  the 
iron oxides. 

METAL H A  LOGENATION 

Reactions 3 and 4 a r e  meta l  halogenation, the reaction of meta l  oxide with 
halogen o r  halogen acid to produce metal  halide. 
f o r  oxide occurs in Reaction 3; i n  Reaction 4, one of the three  i ron  atoms is 
oxidized. Reaction 5 is a combination of halogenation and halogen recycle; i t  
per forms the functions of both Reaction 4 and Reaction 9. 
ticularly 4 and 5, can  a l so  be  viewed a s  the oxygen release reactions. 

3) Fe304 t 8HC1 -+ 2FeC1, t FeCl, t 4H,O 

A simple substitution of chloride 

These reactions, pa r -  

Based on the free-energy change for Reaction 3 (Figure 2), reasonable 
reaction yields a r e  expected and observed a t  temperatures below 25OoC. In a 
vertical, packed-bed reactor with slight excess HC1 flow, Reaction 3 
t o  complete conversion i n  2 to 5 hours over the entire temperature span 200' 
to 400'C. Stoichiometry of the  condensed products agrees  with stoichiometry of 
Reaction 3, indicating that the FeCl, decomposition, Reaction 6, does not proceed 
concurrently at this temperature when excess HCl is present. 

proceeds 
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The ases  evolved f r o m  the reaction a r e  HC1, excess  H,O, and the dimer, 
FezC16. gmaU quantities of FeOCl a l so  are present,  depending on operating 
conditions, If the Fe2C16 is allowed to solidify in the presence of condensing 
steam, a hydrate is formed. 
usually results in the formation of Fe,O,, which is not desirable a t  this step in 
the cycles. 
zone where the tempera ture  is  only slightly g rea t e r  than 100°C, and the FezCl6 
solidifies in this zone. 

4) Fe304 t 9 / z  C1, -. 3FeC1, t 20, 

Dehydration of the FeC1, hydrate is difficult and 

Because of this, we normally operate this reac tor  with an exit 

The free-energy change of Reaction 4 (Figure 2) decreases  continuously with 
increasing temperature.  
725OC, the  reaction does proceed significantly a t  these  temperatures with excess 
chlorine flow and continuous removal of the gaseous FezC16 and oxygen products. 
Conversions of 26% i n  2 hours were observed at  t empera tures  a s  low a s  80OOC. 
Complete conversion was obtained in  5 hours at 925OC. 
stronger oxidizing agent than HC1, produces only FeC13 as an iron-containing 
product, whereas in  Reaction 3, both FeC1, and FeClZ a r e  produced. Concurrent 
decomposition of FeC1, occurs neither in the  presence of chlorine fo r  Reaction 4, 
at these temperatures,  no r  i n  tha presence of HC1 for Reaction 3. 

5)  Fe304  t 3/2Cl, t 6HCl - 3FeC1, t 3HzO t 1 / 2 0 2  

below 225OC. 
packed-bed reac tor  with downflow of excess gaseous reactants and continuous re- 
moval of gaseous products. The product analyses do n?t match the  reaction stoi- 
chiometry as written. For instance, in the trial a t  15OUC, the product solids were 
80 mole % FeCl, and 20 mole s'. FeOC1. 

Although the equilibrium is quite unfavorable above 

Chlorine gas, being a 

Figure 2 shows that Reaction 5 is thermodynamically favored at  temperatures 
W e  find essentially complete conversion f rom 125O to  2OO0C in  a 

In  these experiments the reactant gases ,  chlorine and HC1,in the cor rec t  
stoichiometric ratio 
zone contains a moderate vapor p re s su re  of the gaseous dimer,  Fe2C16, from the 
FeC13 reaction product, and some of this d imer  pas ses  downward through the 
packed bed along with the other gaseous reaction products. Below the solid bed, 
an exit temperature zone of slightly above 100°C is maintained to solidify the 
F e 2 C b  without allowing s t eam condensation; however, we always find FeOCl in 
the solid product below the bed. Experimental  configurations without the inter-  
mediate tempera ture  zone produce more  FeOC1. 
fur ther  treating it with HC1 o r  chlorine gas, the FeOCl can be converted to FeC13. 
maintaining a closed cycle. 

a r e  metered into the reaction zone together. The reaction 

By removing the FeOCl and 
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METAL REDUCTION 

Reactions 6 and  7 are halide decomposition and the reaction of halide with 
hydrogen t o  produce metal. 
they are  the most difficult steps to  operate experimentally. 
surpr i s ing  because the  product of these reactions must  be capable of reducing 
water to molecular hydrogen. 
ally favored only at tempera tures  above about 95OoC, and Reaction 6 is  favored 
only in a narrow tempera ture  range (700° to 80O0K). 
fication for Reaction 6, because the competing reaction of FeC13 t o  gaseous dimer 
is significant at these  temperatures.  

6) 

They reduce the meta l  a tom oxidation state,  and 
This difficulty is not 

As shown i n  Figure 3, Reaction 7 is thermodynamic- 

Even this is an oversimpli- 

2FeC13(s) -. 2FeClz(s) t Cl,(g) 

Because of the competing favorable equilibrium of FeC1, t o  the  relatively 
m o r e  stable gaseous d imer  Fe2Clb and the quite unfavorable equilibrium of the 
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dimerto-FeCl, reaction, Reaction 6 exhibits poor yields when operated by normal  
techniques. The d imer  i s  present over the  entire temperature range of interest. 
Although FeC1, has a boiling point of 33ZoC and a melting point of 3OZ0C, we have 
observed formation of the gaseous d imer  (by sublimation) at tempera tures  a s  low 
as  225OC. In  a horizontal reactor with iner t  gas flow, the conversion to  FeCIZ is 
less  than 5%. In a system with no external flow, purged initially with iner t  gas 
and with a cooled exit open to  atmospheric pressure ,  we find slightly improved 
conversions of 9.5% down to  2.1% over the  temperature spa.n 225O to 50OoC. By 
repeated cycling of material ,  the best  overall  yield is about 20% in 5 hours. 

Reaction 6 can be  replaced by a pa i r  of reactions that perform the  same 
function: 

FeC1, t CuCl -  FeCl, t CuCl, 

CUCl, -0 CuCl t 1/2Cl, 

The first  reaction is performed by placing a layer  of CuCl in  stoichiometric excess 
on top of a layer  of FeC13. 
lations, the reaction proceeds at temperatures below 29OoC. Complete conversion 
is obtained at 28OoC in  2 hours. 
layer.  

As expected from reaction free-energy change calcu- 

Only slight t r aces  of FeC1, escape the CuCl 

The second reaction is more complicated, because FeCl, and CuC1, cannot 
be easily separated. 
but when the mixture f rom the f i r s t  reaction is heated to  this tempera ture  the  
products a r e  FeC13 and CuC1. 
CuCl, t o  proceed with minimum concurrent reoxidation of the FeC1,. At tempera-  
tu res  of 275Oto 325OC, the following reaction occurs: 

The reaction is thermodynamically favored above 5OO0C, 

Temperature staging allows the decomposition of 

lOFeCl, t 10CuClz -, 7FeC1, t 3FeC1, t lOCuCl t 3/2C12 

After chlorine has been swept f rom the reaction zone, the products can be r e -  
duced in  temperature and the f i r s t  reaction repeated t o  yield: 

7FeC1, t 3FeClZ t lOCuCl -, 10FeClZ t 7CuC1, t 3CuC1 

If these  two reactions a r e  cycled repeatedly with chlorine removal, the end pro-  
ducts a r e  FeCl, and CuC1. 
If necessary,  the mixture of these two components can be separated by this means,  
and each can be recycled t o  i t s  use point. 

CuCl is insoluble in water,  whereas FeC1, is soluble. 

Althou h the CuCl reaction scheme does provide essential1 complete con- 
vers ion  of BeC1, to FeCl,, the replacement o one reaction by tzese  two staged 
reactions is not desirable because i t  involves additional energy consumption. 

7) FeC1, t H, - Fe t ZHC1 

Figure 3 shows that the free-energy change for  Reaction 7 decreases  with 
increasing temperature,  but is still  slightly positive even at 925OC. The reaction 
does proceed, however, at 800° t o  925OC with excess hydrogen flow. We find 
90% conversion in 2 hours at 80OOC; the other 10% of the FeC1, does not r eac t  
only because it sublimes f rom the reaction zone to  a colder section of the  
reactor.  
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HALOGEN RECYCLE 

Reactions 8 and 9 a r e  the  reduction of halogen o r  the oxidation of halogen acid. 
The reverse-  Deacon and Deacon reactions a r e  the method fo r  recycling halogen 
or halogen acid and thereby closing each cycle. The reverse-Deacon (Reaction 8) 
i s  particularly important in thermochemical hydrogen production cycles ; it i s  the 
oxygen-liberating step in 17 of the cycles we have examined experimentally. As 
Figure 4 illustrates, the reverse-Deacon reaction is favored above 59OoC, and the 
Deacon reaction i s  favored below this temperature.  

8) C1z t HZO 4 2HC1 t 1 / ~ 0 2  

Because the  reverse-Deacon zeaction is completely homogeneous, a simple, 
heated ce ramic  tube with cooled exit line was utilized a s  the reactor. For a mix- 
tu re  of chlorine with excess  steam, conversion, based on  chlorine, varied from 
92% t o  98% fo r  the tempera ture  range 700Oto 9OO0C. 
attains near-equilibrium conversions at these tempera tures ,  even without a catalyst. 
As i l lustrated by the reaction free-energy changes (Figure 4). the equilibria a r e  
quite favorable. 
version. 

Apparently the reaction 

Thus, only a slight excess of s t eam is needed fo r  complete con- 

9) 2HC1 t I /  2 0, 4 C1z t HZO 

The Deacon reaction is a well-known industrial p rocess( l8)  and its equilibrium 
and reaction-rate data a r e  well documented. W e  verified operation at a tempera-  
t u re  of 2OO0C without a catalyst, which parallels the operating conditions of the 
industrial  p rocesses  with catalysts. 
passed through a reaction tube identical t o  that described above, was completely 
converted in 1 minute of residence time. 

A stoichiometric mixture of HC1 and oxygen, 

EFFICIENCY O F  THE IRON- CHLORINE-HYDROGEN-OXYGEN 
GROUP OF CYCLES 

From the nine reactions discussed above, we can construct five cycles that 
typify the  iron-chlorine-hydrogen-oxygen group. 
these five cycles a r e  denoted a s  A- 1, A-2, B-1, B-2, and 1-6. 
the reaction s teps  (of Table 3) that constitute each cycle and the calculated 
"maximum attainable" efficiencies, assuming the reaction tempera tures  of 
Table 3. 

In the ICT nomenclature system, 
Table 4 l i s t s  

Table 4. TYPICAL SET OF THE IRON-CHLORZNE-HYDROCEN- 
OXYGEN GROUP OF CYCLES 

"Maximum Attainable" 
IGT Cycle Reaction Steps Efficiency, % 

A-1  1, 3, 6, 7, 8 40 
A-2 1, 4, 6 ( x  1.51, 7, 9 30 

B- 1 2 ,  3, 6,  8 47 
B-2 2, 4, 6 (x 1.5), 9 35 

1-6 3, 5, 6 (X 1. 5) 47 

Cycle B-1 has been independently derived by Abraham and Shreiner of Argonne 
National Laboratory ( l o ) ,  although thcy apparently have done no experimental 
work with it. Cycle 1-6 is our designation for EURATOM'S Mark-9 cycle (14), 
derived by Hardy of the EURATOM laboratory in Ispra,  Italy; it is currently 

1 
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the subject of continued work by that laboratory. 
the highest "maximum attainable" efficiency of this group a t  47%. 

Cycles €3- 1 and 1-6 also have 

Using the experimentally determined conditions of operability for individual 
reactions, we can calculate a more realist ic value of " m x i m u m  attainable" 
efficiency for  these cycles. Because the intention of the experiments reported 
he re  is simply to determine reaction feasibility t o  differentiate workable from 
nonworkable cycles, mass- t ransfer  and reaction rates have temporarily been given 
only secondary importance. Our reactor design, mass- t ransfer  rate,  and reactant 
surface a rea  could be much improved fo r  any specific reaction, and this would 
greatly enhance the observed kinetics and yields. 

W e  have recalculated the "maximum attainable'' efficiency for  cycles B- 1 and 
1-6 with reaction temperatures at known experimental operating conditions. This 
efficiency drops t o  about 43% for both cycles, versus  the 47% calculated by 
assuming the thermodynamic optimum temperature conditions l isted in Table 3. 

CONCLUSIONS 

Almost all known pure thermochemical hydrogen production cycles can be  
grouped into five generic classes,  each involving either a meta l  oxide o r  a meta l  
halide as an  intermediate. 

In general, those cycles with the h ighes t tempera ture  endothermic reactions 
and the leas t  number of reactions a r e  the most efficient. This is expected because 
thermochemical cycles are special  types of heat engines. The "maximum attain- 
able" efficiency of known published cycles is about 65% with 1225OC input heat and 
assuming present technology for  conversion of heat to  work, 

The most difficult s tep  in any thermochemical cycle is usually the one 
involving a change in meta l  oxidation state,  usually the reduction. It is often 
necessary to  operate such a step with some work input, such as electrolysis. 
Because of this, few of the truly efficient and workable hydrogen production 
cycles a r e  purely thermochemical. 

Of those thermochemical hydrogen production cycles that a r e  known to be 
workable with reagent-grade materials,  more  than two-thirds a r e  of the group 
constructed from coinpounds of iron, chlorine, hydrogen, and oxygen. The 
"maximum attainable" efficiency for cycles of this group is about 47% with 925'C 
input heat and present technology for conversion of heat to work. This efficiency 
drops to about 43% if the  reaction steps a r e  assumed to operate a t  t empera tures  
of proven workability ra ther  than at theoretically optimum tempera tures  based  
on thermodynamics. 
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Appendix. ANALYSIS OF Fez03/Fe304 MIXTURES 
1 

24 ' 

I 

Because Fe304 contains 1 mole of F e t 2  per  mole of oxide, the concentration of 
this oxide can be determined by measuring the concentration of Fe'z. To dissolve 
a mixture  of the oxides FezO, and Fe304, a strong acid i s  required; unfortunately, 
Fet2 i s  readily oxidized in a strongly acid solution. This problem can be circum- 
vented by placing a known amount of a standard oxidizing agent, K,Cr,O,, in the 
acidic solvent. A s  the oxides dissolve, the Fetz  i s  quantitatively oxidized in situ. 
Thus, the concentration of Fet2 can be determined indirectly by a back titration 
with a standard Fet2 solution to  measure the unreacted portion of the standard 
oxidizing agent. 

0 

I 

I 

The concentration of Fe,03 in  the sample i s  determined indirectly by measuring 
the total iron concentration via a potassium dichromate titration. After the quantity 
of i ron  present as  Fe30c has  been subtracted (this would be 3 t imes  the Fet2 con- 
centration), the concentration of Fe,O, can be calculated. 

The above procedure can a l so  be applied Y t h  slight modification to  
Cu O/CuO mixtures. 
Fe42. 
titration. 

The determination of Cu is identical to the procedure for 
The total copper concerkration, however, i s  determined by an EDTA 

I 
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THERMOCHFMICAL DECOMPOSITION OF WATER BASED ON REACTIONS OF CHROMIUM AND 
STRONTIUM COMPOUNDS* 

C. E. Bamberger and D. M. Richardson 

CHEMISTRY D I V I S I O N ,  OAK RIDGE NATIONAL LABORATORY, Oak Ridge, TN 37830 

The predic tab le  f u t u r e  shortage of na tu ra l  gas a s  a r a w  ma te r i a l  f o r  the 
production of hydrogen w i l l  r equi re  the  use of w a t e r ,  an  inexhaus t ib le  source.  
High e f f i c i ency  decomposition of water may be a t t a ined  by thermochemical cycles 
i n  which energy is  expended pr imar i ly  as  hea t .  
chemical cycles have been proposed(1) 
fu r the r  consideration. Continued research  and inves t ion  w i l l  a su re  t h a t  the  
m o s t  e f f i c i e n t  and p r a c t i c a l  cycles a r e  developed. The chemistry of te rnary  
oxides of chromium makes poss ib le  a closed cyc le  cons is t ing  of t h ree  reac t ions .  
One such cyc le  involving barium chromates (IV), (V) and (VI) has been described 
This paper repor t s  a s imi l a r  cycle of t he  strontium chromates (IV), (V) and (VI) 
t h a t  a f fo rds  lower temperatures and e a s i e r  separa t ions  than p r e v a i l  i n  t h e  barium 
cycle.  

Although over seventy thermo- 
only a small  f r ac t ion  appears t o  m e r i t  

The proposed cyc le  cons i s t s  of the following reac t ions :  

(1) "JlOOOK Cr203(s) + 4SrO(s) + H20(g) - 2Sr2Cr04 (s) + H2(g) 

2SrCr04(s) + 4/3Sr(OH)2(L) 2/3Sr5(Cr04)30H(s) + H,O(g) + 1/20 (g) (2) 
2 

2Sr2Cr0 (s) + 2/3Sr (CrO ) OH(s) + 5H O(L3 %4% aqueous 
4 5 4 3  2 

Cr203(s) + 2SrCr04(d) + 16/3Sr(OH)2(d) (3) 

where ( a ) ,  (g) ,  (E) and (s) r e f e r ,  respec t ive ly ,  t o  the  states d isso lved ,  gaseous, 
l i qu id  and so l id .  The ne t  r eac t ion  is H20 decomposing t o  H2 and 1/202. 

These reac t ions  were experimentally confirmed i n  laboratory equipment a t  
one atmosphere t o t a l  p ressure  under flowing argon. 
Cr,O, is not  oxidized by Sr(OH),. 
28% of expected hydrogen being evolved. S t a r t ing  from ambient the  t empera tup  
was continuously increased and maximum hydrogen pressure  w a s  observed a t  800 C 
followed by rapid dec l ine .  
su re  of H 0 over Sr(OH)2 reaches 710 t o r r  a t  700 C (4).  
a f lux  a n i  add i t iona l  oxidant (hydroxyl ion) r a i sed  the hydrogen y i e l d  t o  43%. 
Such addi t ions ,  however, increase  t h e  co r ros iv i ty  of the  mixture and l a t e r  separa- 
t i o n  problems would complicate the  cycle.  
ex ten t  of reac t ion  was dependent on the  p a r t i a l  p ressure  of steam and independent 
of t he  r a t i o  S r /Cr .  
by the  equipment used the  maximum rate of hydrogen evolution occurred i n  t h e  

*Research sponsored by the  U .  S. Energy Research and Development Adminstration 
under cont rac t  with Union Carbide Corportion. 

By acceptance of t h i s  a r t i c l e ,  t he  publ i sher  or r ec ip i en t  acknowledges t h e  U.S. 
Government's r i g h t  t o  r e t a i n  a non-exclusive, roya l ty- f ree  l i cense  i n  and to  
any copyright covering the  a r t i c l e .  

According t o  publ i shed  r e su l t s (3 )  
Our work, however, showed par t ia l  r e a c t i o n  with 

This was t o  be  expecked s ince  the  d i s s o c i a t i o n  pres- 
The add i t ion  of L i O H  as  

It w a s  then demonstrated tha t  t h e  

With steam pressure  l imi ted  t o  approximately one atmosphere 
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v i c i n i t y  of 700°C and 100% y i e l d  w a s  obtained below 800°C. 
S r  C r O  

The product 
w a s  confirmed by chemical ana lys i s  and x-ray powder d i f f r a c t i o n ,  

Reaction ( 2 )  was f i r s t  e s t ab l i shed  by Scholder and Suchy (5) who used a 

2 4  

flowing atmosphere of moist n i t rogen  a t  700-1000°C. 
product, Sr (CrO ) OH, was s t a b l e  i n  dry nitrogen up t o  85OOC. In the 
present  worl? i t  was found t h a t  a moist purge w a s  not required because the  
reac t ion  occurs a t  much lower temperatures, 48O-58O0C, a t  which the  disso- 
c i a t i o n  pressure  of H 0 over Sr(0H) The 
r eac t ion  proceeded to2completion wigh only a small  excess of S r  (OH)2 over 
the  required s to ich iometr ic  r a t i o :  t h i s  was confirmed by measurement of O2 
evolved, by chemical a n a l y s i s  and by x-ray d i f f r a c t i o n .  

They a l s o  found t h a t  t he  

4 3  

is not very l a r g e ,  5100 t o r r ( 4 ) .  

D i f i n i t i v e  information w a s  not ava i l ab le  on the  hydro ly t ic  behavior of 
S r  Cr04 and of Sr5(Cr0 ) OH. 
wager than i t s  barium 2n&.og(3,6). In  r e l a t i o n  t o  Sr5(Cr04)30H i t  was 
reported t h a t  Ca (CrO ) OH is not s t a b l e  in  cold water (7) and t h a t  
Ba (Cr04)30H undergoei Aydrolytic d i spropor t iona t ion  i n  hot  water (2). 
Ex3erimental determination of t he  hydrolysis of each compound was conducted 
i n  a Soxhlet ex t r ac to r  under argon. 
t he  following r eac t ions :  

2Sr2Cr04(s)'  + 10/3H20(L) aqueou?. 2/3Cr203(s) + 2/3SrCrOq(d) + 10/3Sr(OH)2(d) 

2/3Sr5(Cr04)30H(s) + 5/3H20(L) aqueous 1/3Cr 0 Cs) + 4/3SrCr04(d) 

The former was reported l e s s  s t a b l e  toward 

5 

The r e s u l t s  obtained are represented by 

(3a) 

2 3  
+ ZSr(0H) (d) (3b) 2 

Since the  same hydrolysis products a r e  obtained both reac t ions  can be combined 
a s  r eac t ion  (3). 

The demonstration of r eac t ions  ( l ) ,  ( 2 )  and (3) va l ida t e s  the  cyc le  proposed 
i n  Fig. 1. 
tu re  Gas (Cooled) Reactors,  t he  number of reac t ions  is the minimum required (8), 
and the re  a r e  no d i f f i c u l t  gas separa t ion  problems. The labora tory  experiments 
were conducted with s t a t i c  reagents ,  thus on a dynamic engineering sca l e  i t  may 
be expected tha t  k i n e t i c s  would be more favorable and t h a t  lower temperatures 
would be required. In comparing t h e  Ba-Cr cyc le  described earlier (2) with the  
Present Sr -Cr  one, i t  is  ev ident  t h a t  the  lat ter is more a t t r a c t i v e  on the  bas i s  
of fewer separa t ion  problems and lower reac t ion  temperatures. 
s o l u b i l i t y  of S r C r O  is low, 4.47 mM/L a t  25OC, i t  i s  about 400 t i n e s  more 
so luble  than BaCr044(9); t hus ,  we were able t o  separa te  SrCr04 completely from 
Cr203. The subsequent separa t ion  of SrCr04 and Sr(OH)2 can be eas i ly  achieved 
because of t h e i r  very d i f f e r e n t  s o l u b i l i t i e s  enhanced by t h e  presence of the  
common ion  ~r2+. 

The temperatures required have a l ready  been exceeded i n  High Tempera- 

Although the  

Acknowledgements: 
Brandeis University f o r  h i s  a s s i s t ance  with t h e  experimental work and 
M. A. Bredig, consul tan t  t o  t h e  Chemistry Division, ORNL f o r  h i s  i n t e rp re t a t ion  
of t he  x-ray powder d i f f r a c t i o n  fi lms. 

We thank K. Cheng, Summer Pa r t i c ipan t  1974, present ly  a t  



29 

Refererlces 

\ 

1. 

2. 

3. 

4. 

5. 

6. 

7. 

8. 

9. 

C. E. Bamberger and D. M.  Richardson, Cryogenics, ( i n  p r i n t ) .  

C. E. Bamberger, D. M. Richardson, M .  A. Bredig and K. Cheng, Science, 

- 189, 715 (1975). 

R. Scholder and G. Sperka, 2. Anorg. Allgem. Chem., 285, 49 (1956). 

Gmelins Handbuch d e r  Anorganischen Chemie, System #29, p. 161, 8th edn., 

Verlag Chemie , Weinheim (1960). 

R. Scholder and H .  Suchy, 2. Anorg. Allgem. Chem., 308, 295 (1961). 

K. A. Wilhelmi Arkiv fb;r K e m i ,  26, 157 (1966). 

R. Scholder and H. Schwarz, 2. Anorg. Allgem. Chem., 326, 11 (1963). 

B. M. Abraham and F. Schreiner ,  "General P r i n c i p l e s  Underlying Chemical 

Cycles Which Thermally Decompose Water i n t o  t h e  Elements", Ind. Eng. Chem. 

Fundam., 13 ( 4 )  (1974), p.  305 . 
W. F. Linke, S o l u b i l i t i e s ,  Inorganic  and Metal Organic Compounds, Vol. I 

(1958) and I1 (1965) 4th edn., American Chemical Society,  Washington. 

i 



30 

L 

c: 

L 

T-1 0 m LN 

N 

L 

m 
*le 
+ : I  

I' I 

ON 



31 
A PROMISING THERMOCHEMICAL CYCLE FOR SPLITTING WATER 

Bernard M. Abraham, Felix Schreiner, Alan Attia , and Anthony Jeanotte 

CHEMISTRY DIVISION./ARGONNE NATIONAL LABORATORY, Argonne. IL 60439 t 
The continued search at Argonne National Laboratory for a process by which 

water can be decomposed thermochemically has led to the development of a reac- 
tion sequence that requires a maximum temperature no higher than 900 K. 
cycle has been designated ANL-4 and consists of the following reactions: 

The 
\ '  

(4-1) T = 300 K 2H20 + 2NH + 2CO + 2KI - ZKHCO 4- 2NH41 
3 2 solution 3 

2KHC03 = 425bK K CO + C02 + H20 (4-2) 2 3  
(4-3) 2 

2NH41 + Hg 700 K, H + 2NH + HgI 
2 3 - 

T = 900 K K CO + Hg12 - 2KI + Hg + C02 + 1/2 O2 2 3  
The sum of reactions (4-1) - (4-4) is the splitting of one mole of 
liquid H 0 

2 

H 2 0 d H  + 1/2 O2 
2 

(4-4) 

The thermodynamic analysis of this scheme shows it as potentially being 
capable of converting nearly 60% of the high-temperature heat into chemical 
potential energy, and laboratory experimentation indicates favorable rates and 
yields for the important high-temperature reactions. The process flow diagram 
brings out the advantageous feature of the cycle that most of the reactants 
and products can be handled as gases, melts, or as solutions. There remain 
certain problem areas such as the comparatively low separation efficiency of 
reaction (4-1) which necessitates the recycling of relatively large volumes 
of solutions and the presence of mercury in the effluent gases from reaction 
(4-4). 

These reactions require additional work; nonetheless, there is good 
reason to believe that further development will be successful in improving the 
cycle. 

It has been shown previously that the principal thermodynamic character- 
istics of a cycle are conveniently represented by a diagram of entropy versus 
temperature (3). Such a diagram for the cycle ANL-4 is shown in Figure 1 
which was constructed from the data listed in Table 1. For the most part the 
numbers were taken from tables of "Thermochemical Properties of Inorganic 
Substances" by Barin and Knacke(4). In the' case of potassium hydrogen carbo- 
nate the required quantities were calculated from the dissociation pressure 
curve(5) or estimated by comparison with sodium hydrogen carbonate. 

The closed-loop trace of the entropy-temperature diagram represents the 
entropy changes of reactants and products during traversal of the complete 
water decomposition cycle according to the reactions (4-1) through (4-4). In 
order to close the loop thereby indicating that the entire system has been 
returned to the initial physical state, the entropy of formation of liquid 
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water i s  included. The numerical va lues  used i n  t h e  drawing of Figure 1 r e f e r  
t o  t h e  s p l i t t i n g  and recombination of one mole of water so  t h a t  t h e  a r e a  
enclosed by t h e  loop r e p r e s e n t s  t h e  Gibbs energy of formation f o r  one mole of 
water a t  298.15 K (237.2 k J ) .  

The s ign  of t h e  entropy change f o r  each r e a c t i o n  is indica ted  by t h e  
d i r e c t i o n  of t h e  arrow. The temperatures a t  which t h e  arrows f o r  t h e  respec- 
t i v e  reac t ions  a r e  p l o t t e d  a r e  t h e  temperatures a t  which t h e  Gibbs energ ies  a r e  
zero,  wi th  the exception of  t h e  arrow represent ing  t h e  re-formation of water a t  
298.15 K. 

Three of the  r e a c t i o n s ,  (4-2), (4-3), and (4-4) absorb hea t ,  which must 
be furn ished  from t h e  primary source.  
ment f o r  t h i s  water decomposition c y c l e  is 527 kJ. The e f f i c i e n c y  of t h e  cycle ,  
i n  t u r n ,  is expressed i n  t h e  usua l  manner by t h e  r a t i o  of t h e  chemical 
p o t e n t i a l  energy, i .e . ,  t h e  Gibbs energy of formation of t h e  water, t o  t h e  heat  
requirement. For t h e  c y c l e  ANL-4 t h i s  r a t i o  i s  rl 
temperature of the  primary hea t  source furnishing%z4energy f o r  t h e  water 
s p l i t t i n g  process must b e  h i g h  enough t o  permit t h e  r e a c t i o n  (4-4) t o  proceed, 
t h a t  is t o  say i t  must b e  a t  l e a s t  810.8 K. A c l a s s i c a l  Carnot-type hea t  
engine operat ing between t h i s  temperature and ambient would be capable  of 
converting 63% of t h e  hea t  i n t o  u s e f u l  work. 

The minimal thermodynamic h e a t  require-  

, idea1'0-45- The 

Three of the  r e a c t i o n s  making up the  water decomposition c y c l e  ANL-4 
were s t u d i e d  i n  the  l a b o r a t o r y  i n  order  t o  check t h e  genera l  chemistry, t o  
v e r i f y  t h e  r e s u l t s  of t h e  thermodynamic c a l c u l a t i o n s ,  and t o  demonstrate 
odcqmcy of react iof i  r a t e s .  They inc lude  t h e  r e a c t i o n  (4- i ) ,  and t n e  two high- 
temperature r e a c t i o n s  (4-3) and (4-4). 

Reaction (4-1) involves  t h e  conversion of potassium iodide i n t o  potas- 
sium hydrogen carbonate i n  a so lvent  medium. Unfortunately,  i t  is not  poss ib le  
t o  use water a lone  f o r  t h e  so lvent  as can be done so  successfu l ly  i n  the  case 
of sodium salts. 
p o s s i b l e  t o  achieve t h e  conversion t o  an  adequate ex ten t .  The d a t a  l i s t e d  i n  
Table 2 support t h i s  conclusion.  
mixtures of ammonium hydrogen carbonate and potassium iodide  with t h e  so lvents  
t o  near  bo i l ing  temperature ,  at  which poin t  t h e  ammonium hydrogen carbonate 
i s  not  s t a b l e .  
p ressur ized  e i t h e r  wi th  mixtures of ammonia and carbon dioxide or  wi th  carbon 
d ioxide  alone,  i n  order  t o  improve t h e  conversion e f f i c i e n c y .  
t h e  sa tura ted  s o l u t i o n s  were taken a f t e r  e q u i l i b r a t i o n  and cool ing t o  ambient 
temperature, and analyzed chemical ly .  

However, wi th  mixtures of organic  so lvents  and water i t  i s  

They were obtained by hea t ing  equimolar 

It w a s  qu ick ly  es tab l i shed  t h a t  t h e  mixtures had t o  be 

Samples from 

The comparatively s h o r t  s e r i e s  of experiments with a v a r i e t y  of so lvent  
mixtures l e d  t o  workable l e v e l s  of sa l t  interconversion with a 87.5% aqueous 
isopropanol s o l u t i o n  under pressure  of 50 p s i  of carbon dioxide. 

The salt composition i n  t h a t  s o l u t i o n  a f t e r  e q u i l i b r a t i o n  corresponds t o  

It is very l i k e l y  t h a t  s t i l l  b e t t e r  systems can 
a mixture of 77% of ammonium iodide ,  16% of potassium iodide ,  and of 7% of 
potassium hydrogen carbonate .  
be found by f u r t h e r  experimentation, bu t  f o r  t h e  purpose of the  present  s tudy 
t h e  7 : l  isopropanol - water mixture was considered s a t i s f a c t o r y .  

The two  h igh  temperature reac t ions  (4-3) and (4-4) were found t o  be 
s t ra ight forward  and t o  oroceed i n  accordance with t h e  respec t ive  equat ions.  

I 

' I  
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They are not encumbered by side reactions that lower product yields. It was 
also found that the equilibrium temperatures calculated from literature data 
are Close to the observed values. 
the reaction 

Experimental results of the measurement of 
\ \  

'1 

I 

9 

2NH I i Hg = Hg -+ 2NH -k H 
4 3 2  

are summarized in Table 3. These numbers were obtained by enclosing known 
quantities of ammonium iodide and mercury in a cylindrical reaction vessel 
made of fused silica. The vessel had a diameter of about 50 mm and a volume 
of approximately 300 cm3. 
vaccum, then placed in a furnace and heated to the experimental temperature. 
After an equilibration time of up to one hour the vessel was removed from the 
furnace and cooled quickly. 
attached to a pumping line by way of a breakseal. 
separated by fractional condensation at 77 K and at 195 K (solid CO ). The 
gases were transferred into known volumes with a Toepler pump and t2e pressure 
determined with a fused quartz Bourdon gage. 
samples were taken for mass-spectrometric analysis. The analysis showed the 
gases to have the composition expected from the equation; and no evidence for 
the decomposition of ammonia was found. 

It was loaded with the reactants, sealed under 

For analysis of the products, the vessel was 
The gaseous products were 

To identify the products, 

In addition to the measurement of equilibrium constants the rates of the 
reaction (4-3) were determined. In this case, the fused silica reaction vessel 
was equipped with optical windows which were recessed by approximately 5 cm in 
re-entrant wells at both ends. It was possible by this precaution to avoid 
condensation of mercury or mercury iodide vapor on the windows. The reaction 
rates at various temperatures were determined by following the build-up of 
mercuric iodide vapor photometrically. 
known quantity of NH~I and a known quantity of Hg contained in an evacuated 
soft glass ampoule. The reaction was initiated at the experimental temperature 
by fusing the ampoule located in a side arm of the reaction vessel so the Hg 
vapor could contact the vaporized NH41 

The reaction vessel was charged with a 

The observed rate at 680 K was proportional to the concentration of 
mercury and the concentration of ammonium iodide, and the second order rate 
constant has the value 

k = 1.7 2 0.1 lit/s/mole. 3 
The half time for the reaction is t = 2.3 minutes at moderate experimental 
pressures of % 0.5 atm for the init% pressure of HI. 

Measurements of equilibrium constants were also carried out for reaction 
Rate measurements have not been made but qualitatively the reaction (4-4). 

seems rapid. In this case, too, it was found that the calculated numbers agreed 
well with the experimental data. Since potassium carbonate at high temperatures 
attacks the fused silica, the solid reactants were contained in a magnesia 
crucible and the reaction vessel was mounted vertically. 

A mixture of 2.2 m o l  of HgI and 7.24 mmol of K C03 evolved 1.08 mmol of 
'de experimental Kp = 13.4 oxygen at 899 K; this corresponds to 98% reaction. 

and the calculated Kp = 12.4. 
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The conclusions from t h e  experimental inves t iga t ion  of the reac t ion  of the  
cycle  ANL-4 can be summarized a s  fol lows:  
under condi t ions under which reasonably rapid rates a r e  obtained and the  y i e l d s  
of the  high-temperature r e a c t i o n s  a r e  e s s e n t i a l l y  100%. The highest  temperature 
required is 900 K. The chemistry of t h e  reac t ions  follows t h e  equat ions (4-1) 
through (4-4) and there  a r e  no harmful s i d e  reac t ions .  I n  p a r t i c u l a r ,  no 
decomposition of any of t h e  ammonia was observed with r e a c t i o n  
With respec t  t o  y i e l d s ,  r e a c t i o n  (4-1) i s  t h e  l e a s t  a t t r a c t i v e  one, and s i n c e  
t h e  o v e r a l l  s o l u b i l i t y  is  n o t  very high i n  t h e  isopropanol mixture apprec iab le  
volumes of so lu t ion  have t o  be cycled during t h e  process. However, t h e  s o l u t i o n  
need never be handled a t  very high temperatures, and waste hea t  from extraneous 
sources  might be used t o  make up l o s s e s  t h a t  cannot be  recovered by a system of 
heat  exchangers. 

A l l  r eac t ions  can be car r ied  out  

(4-3). 

The movement of energy, r e a c t a n t s  and products of t h e  cyc le  ANL-4 a r e  shown 
i n  t h e  f low diagram Figure 2. There a r e ,  broadly speaking, th ree  major s e c t i o n s  
i n  t h i s  diagram. On t h e  l e f t  hand s i d e  there  is a column represent ing from top 
t o  bottom the  opera t ions  concerned with the  recovery and ca lc ina t ion  of potassium 
hydrogen carbonate and t h e  subsequent reac t ion  during which oxygen is released.  
A similar column on the r i g h t  hand s i d e  shows the  operat ions of recovering t h e  
ammonium iodide from s o l u t i o n  and of producing t h e  hydrogen i n  the  r e a c t i o n  of 
NH4I with mercury. F i n a l l y ,  surrounding t h e  two v e r t l c a l  sec t ions  is  a periph- 
e r a l  loop represent ing t h e  c i r c u l a t i o n  of s o l u t i o n  or  s l u r r y .  

Primary hea t  i s  furn ished  t o  the  r e a c t o r s  a t  R42, R44, and R43 (a c e r t a i n  
s m a l l  f r a c t i c n  of heat, alsc indica ted  as  s t e w i n g  frnm t h e  primary source,  i s  
used t o  d r y  t h e  ammonium iodide) .  The water feed e n t e r s  the  process a s  make-up 
water i n  the  scrubber  which removes t h e  ammonia from t h e  product hydrogen. The 
ammoniacal so lu t ion  containing a r e s i d u a l  amount of iod ide  is moved clockwise 
i n t o  a second scrubber where i t  is pressurized with carbon dioxide a t  the  same 
time t h a t  t h e  oxygen leaves  the  process .  Potassium iodide  is added and the  
r e s u l t a n t  s l u r r y  i s  heated t o  near  bo i l ing  poin t  temperature. The hea t ing  occurs 
i n  two s t e p s  t h e  second one making use of the  hea t  content  i n  the  e f f l u e n t  from 
t h e  oxygen reac tor .  

The hot s l u r r y  now conta ins  the  iodide i n  s o l u t i o n  and i s  t ransfer red  i n t o  
a s e t t l i n g  tank where t h e  potassium hydrogen carbonate is separated. The s o l i d  
is forwarded t o  t h e  c a l c i n a t i n g  furnace and f u r t h e r  i n t o  the  potassium carbonate  
r e a c t o r ,  R44. Here i t  is  brought t o  r e a c t  with mercury iod ide  vapor which is fed 
across  from t h e  amonium iodide  r e a c t o r ,  R43. The products from the carbonate  
reac tor  then e n t e r  the  so lu t ion-s lur ry  c i r c u i t ,  except f o r  the  oxygen which i s  
vented. 

The s o l u t i o n  from t h e  potassium hydrogen carbonate s e t t l i n g  tank is cooled 
t o  ambient temperature and turned i n t o  a s l u r r y  of ammonium iodide. Some of t h e  
hea t  removed during t h i s  process  is used t o  hea t  the  s l u r r y  a t  a preceeding s tage  
i n  order  t o  conserve h e a t .  The ammonium iodide  is separated from t h e  d i l u t e  
s o l u t i o n ,  d r i e d ,  and passed on i n t o  t h e  iodide r e a c t o r ,  R43. It r e a c t s  with 
mercury coming from the  carbonate  r e a c t o r ,  R44, and forms mercury iod ide ,  ammonia, 

be used i n  the  reac tor  R44, ammonia i s  scrubbed, and the hydrogen is col lec ted .  
.and the p r i n c i p a l  product ,  hydrogen. Mercury iodide i s  co l lec ted  a s  a l i q u i d  t o  

The flow of ' reac tan ts ,  t h e  p a t t e r n  of heat  exchange and use of  primary heat  
ou t l ined  here  permits  an es t imate  of t h e  bas ic  heat  requirement for  the  cycle .  

/ 

A 
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Primary heat  is assumed t o  be used f o r  t h e  high-temperature r e a c t i o n s  (4-3) 
and (4-4), f o r  t h e  c a l c i n a t i o n  of the  hydrogen carbonate ,  and t o  make up f o r  
l o s s e s  not  recoverable  by heat  exchangers. Di rec t  losses of heat  t o  t h e  
environment from t h e  r e a c t o r s  and t r a n s f e r  l i n e s  because of imperfect insula-  
t i o n  were not  considered. 
contained i n  Table 4. With reasonable  assumptions about t h e  e f f i c i e n c y  of t h e  
hea t  exchange systems t h e  t o t a l  amount of hea t  t h a t  has t o  be  suppl ied i s  930 
k i l o j o u l e s  per mol of hydrogen produced. 

A summary of t h e  numbers used f o r  the  es t imate  is  

This r e s u l t  corresponds t o  an o v e r a l l  e f f i c i e n c y  of hea t  converted i n t o  
chemical p o t e n t i a l  energy ( i . e .  re fe r red  t o  t h e  Gibbs energy of formation of 
water)  of = 0.255 

‘1ANL-4 

Though t h i s  number may seem s m a l l  by comparison t o  t h e  i d e a l  value i t  is  
never the less  respec tab le  when compared t o  e l e c t r o l y s i s ,  the only process  by 
which hydrogen can be made without r e l i a n c e  on f o s s i l  f u e l s .  
a r r ived  at as an o v e r a l l  e f f i c i e n c y  based on a flow p a t t e r n  r e f l e c t i n g  the 
a c t u a l  condi t ions under which the process  can be conducted i n  a r e a l i s t i c  manner. 

Besides, i t  w a s  

I n  addi t ion  t o  t h e  reasonable hea t  conversion e f f i c i e n c y  t h e  c y c l e  ANL-4 
has a number of a t t r a c t i v e  fea tures .  These include the  c lean  chemistry of t h e  
important reac t ions ,  t h e  low maximum temperature of 900 K ,  and the f a c t  t h a t  the  
r e a c t a n t s  permit e f f i c i e n t  handling as l i q u i d s  and s l u r r i e s .  

Against t h i s  s tands  the  presence of mercury which may requi re  s p e c i a l  
t reatment  of e f f l u e n t s ,  and t h e  l a r g e  volume of so lvent  t h a t  needs t o  be  c i r c u -  
l a t e d .  
thermochemical water s p l i t t i n g  and o f f e r s  the  opportuni ty  t o  acqui re  necessary 
information f o r  r e a c t o r  and hea t  exchanger design.  

However, w e  be l ieve  t h i s  cyc le  is s u i t a b l e  t o  demonstrate t h e  concept of 
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Table 1. mtropy balance for the cycle ANL-4. 
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1 

Operatim 

Heat ing of H20 

F lex t ion  (4-1) a t  327.2 K 

Heat ing of 2 m 3  + 2NH41 

&action (4-2) a t  430.1 K 

Heat ing Of K2C03 + 2NH41 

w t i m  (4-3) a t  538.4 

Heat ing of K2c03 + Bg12 

F b x t i o n  (4-4) at 810.8 

Cooling o f  2KI + Hg f C02 + 1/2 O2 

Cooling of 2KI + 2NH3 + C02 + H2 + 1/2 O2 

Cool ing  of 2KI + 2NH3 + 2C02 + H20 + H2 + 1/2 

condensat ion of H 2 0  a t  373 K 

Cool ing of 2KI + 2NH3 + 2c02 + H20 + H2 + 1/2 

Cooling of H2 + 1/2 O2 

Reaction H2 + 1/2 O2 = H 2 0  a t  298.2 K 

Entrow changea 
Asreaction or$% dt 

J - K - ~  

327.2 

298.2 
f gc?l'= + 7.0 

A S  = - 683.6 

430.1 

327.2 
f = + 104.0 

AS = + 300.0 

'y4 Fdp = + 72.8 
430.1 
AS = + 413.4 

810.8 

538.4 
f Fdp= + 88.8 

AS = + 209.0 

430.1 

538.4 
373 

430.1 

f Fdp= - 64.2 

.f = - 50.0 

As= - 110.4 

327 2 

373 
/ Fdp = - 51.2 

2y2Fdp=- 7.8 
327.2 
A S  = - 143.2 

+ 7.0 

- 676.6 

- 572.6 

- 272.6 

- 199.8 I, 

+ 213.6 

+ 302.4 

+ 511.4 

+ 426.8 

+ 362.6 

+ 312.6 

+ 202.2 

+ 151.0 

+ 143.2 

0.0 

%e calculated en- changes were i n d i v i d u a l l y  adjusted by no mre than 1.3% to obtain O v e r d l  
balance f o r  the cycle. 
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Table 2. Solution behavior of mixtures of KI and NH4HC03 in various solvents 

(Sampling temperature: 298.2 K) 

- 

Solvent 

"2O 

H2° 
Ethanol-H20 3:l 

Ethanol-H20 7 : l  

Isopropanol-H20 3 : l  

Isopropanol-H20 7 : l  

Gas atmosphere 

air, 1 atm 

air, 1 atm 

NH3+C02, 3 . 1  atm 

C02,  3 . 9  atm 

C02, 4 . 9  atm 

C02, 4 . 4  atm 

Cation ratio 
N H ~ +  

1.1 

1.1 

1.7 

0.7 

2.1 

3 . 4  

Concentrat ion 
of solute 
mo 1/ 10 0 0 g 
solvent 

3.5 

1.8 

11.7 

25.0 

11.8 

13.9 

7 . 6  

8 . 5  

1.8 

1.0 

1.8 

0 . 7  
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KP experimental 

1011 

216 

Table 3. Equilibrium constants for the reaction 2NH I 

Hg12(g) + 112 

4 

KP 
calculated 

936 

225 

Temperature 
K 

731 

783 

Initial charge 

NH41 Hg 
m o l  

3.26 4.49 

. 2.90 5.28 

Amount H2 recovered 
mmo 1 

1.59 

1.39 
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\ T a b l e  4 .  H e a t  t a l l y  f o r  c y c l e  ANL-4. 

R e a c t i o n  (4 -1 )  

D r y i n g  & h e a t i n g  
of K H C 0 3  

R e a c t i o n  ( 4 - 2 )  

V a p o r i z a t i o n  of Hg 

D r y i n g  of N H 4 1  

H e a t i n g  of N H ~ I  

R e a c t i o n  ( 4 - 3 )  

V a p o r i z a t i o n  o f  Hg12 

H e a t i n g  o f  K2C03 

R e a c t i o n  (4 -4 )  

T o t a l  h e a t  

Heat r e q u i r e d '  

k i l o  j o u l e s  

475  

1 0 5  

1 3 5  

70 

9 9  

1 2 3  

235 

1 0 4  

84  

17  5 

1 5 4 3  

Heat s u p p l i e d  
f r o m  p r i m a r y  

s o u r c e  

k i l o j o u l e s  

0 

1 0 5  

1 3 5  

2 

9 9  

1 2 3  

2 3 5  

34 

84  

1 7 5  

9 3 0  

- 237 E f f i c i e n c y  of c o n v e r s i o n :  nANL-4 - 930 = 0 . 2 5 5  

H e a t  r e c o v e r e d  
t h r o u g h  h e a t  

e x c h a n g e r  s y s t e m s  

k i l o  j o u l e s  

4 7 5  

0 

0 

68 

0 

0 

0 

70 

0 

0 

613 
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\3 THE DESIGN AND ECONOMICS OF A NUCLEAR-POWERED WATER DECOMPOSITION 

! SYSTEM FOR HYDROGEN GENERATION, G.H. Farbman, L.E. Brecher, D. Bogart, 
Westinghouse Electric Corporation, Pittsburgh, PA. 

Operating characteristics, process flow diagrams, and plant arrangement 
I 

A conceptual design of a nuclear water decomposition system. 

I drawings are presented. 

b 
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BASIC CHEMISTRY IN THE IDENTIFICATION AND EVALUATION O F  THERMOCHEMICAL 
CYCLES FOR HYDROGEN PRODUCTION FROM WATER. Melvin G. Bowman, Los Alamos 
Scientific Laboratory, Los Alamos, NM 87545. 

There is an existing and rapidly expanding market for hydrogen a t  present. Eventually, pro- 
duction of hydrogen from fossil fuels must be supplemented by large volume production from alter- 
nate energy sources. It is probable that such production will utilize nuclear and/or so la r  energy 
f o r  the decomposition of water by electrolysis o r  by thermochemical methods. The inherent higher 
efficiency and potentially lower cost for thermochemical methods, versus the overall electrolysis 
path, can be demonstrated. However, realization will require the identification and development 
of cycles of chemical reactions that approximate the thermodynamic and chemical c r i te r ia  that de- 
fine an ideal cycle. These cri teria include: (1) Enthalpy changcs (MIo) and entropy changes (AS') 
fo r  rcactions in the cyclc should approximatc thosc dictated by thc frcc cncrgy of formation of watcr 
and by the high temperature heat available for the cndothermic reactions. Fo r  known and projected 
heat sources,  rather large ASo values are required in order  for  A G O  to be ze ro  with a minimum 
number of reactions. This implies that the reactions should yield gaseous products. (2) Gaseous 
reaction products (cxcept for H and 0 ) should condense above ambient temperatures in o rde r  to 
minimize separation work. (3) Side reactions o r  competing reactions must be  unimportant. Thus, 
AGO values for  all potential reactions must be evaluated. (4) Reaction rates for the desired rc- 
action must be  sufficiently rapid for practical heat exchangers. 
thermochemical cycles reveals that most do not approximate the above criteria.  

2 .  2 

Examination of many proposed 
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EXPERIMENTAL AND THEORETICAL INVESTIGATION OF 
THERMOCHEMICAL HYDROGEN PRODUCTION, K.  F. Knoche, Lehrstuhl 
Fur Technische Thermodynamik, Aachen, Germany. 

A report of experimental and theoret ica l  investigations of hydrogen 
production by thermo-chemical  c y c l e s .  
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A number of thermochemical cycles  f o r  producing hydrogen from water a r e  based 
on s u l f a t e  systems (1). A simple cycle,  f o r  example, i s :  

Mgso4 - Mgo + so2 + 1/202 1400 K 

Mgo + H20 t s + so 500 K 

H2S -A H + S 1400 K 

- %SO4 + H2S 

2 
The predicted e f f i c i ency  f o r  conversion of primary heat  i n t o  chemical energy 

i n  the  form of hydrogen by such a cycle is very sens i t i ve  t o  the qua l i t y  o f , t h e  
thermodynamic data used i n  evaluat ing each step.  Errors of several  kcal  i n  a reac- 
t i o n  enthalpy, f o r  example, can e f f e c t  a change of several  percentage points i n  a 
calculated e f f i c i ency  (2, 3). 
thermodynamics of some s u l f a t e  cycle  s t eps  a r e  not known with su f f i c i en t  accuracy 
t o  rank t h e  cycles properly.  Additionally,  it is  doubtful t ha t  many of t h e  s t eps  
proceed as written because of s ide  react ions,  condensed phase in t e rac t ions ,  k i n e t i c  
l imi t a t ions ,  and so on. 

A c lose  inspection of ava i l ab le  da t a  shows that the  

We are studying the high temperature chemistry of metal s u l f a t e  decomposition 
processes on a program funded by the National Science Foundation. This decomposition 
s t e p ,  typif ied by t h e  r eac t ion  MSO (s) - blO(S) + SO (g) + 1/20 (g ) ,  is common t o  a l l  
s u l f a t e  cycles ,  as exemplified i n  the  cycle r e fe r r e8  to  e a r l i e r .  
thermochemistry of many metal s u l f a t e s  is not  w e l l  es tabl ished,  and d i r e c t l y  measured 
decomposition pressures  are often inconsis tent  or incomplete. Both of  these sources 
of e r r o r  a r e  s t r e s sed  i n  reviews of s u l f a t e  decomposition equ i l ib r i a  (4, 5) .  Infor-  
mation about the k i n e t i c s  of these decompositions is also c ruc ia l  t o  t he  development 
of e f f i c i e n t  cycles; again the  ava i l ab le  d a t a  are fragmentary (4). The object ive of 
our program is  t o  provide some of t he  fundamental thermochemical and k i n e t i c  da t a  
required i n  t h e  o v e r a l l  evaluat ion of s u l f a t e  cycles.  

4 .  2 
However, the 

I 

A t  t h i s s t a g e ,  de t a i l ed  s tud ie s  of the vaporization-decomposition of MgSO and 
CaSO have been carried ou t  by means of t h e  combined to r s ion  and gravimetric 2nudsen 

4 
effusion method. With this  method, one measures simultaneously t h e  recoil force and 
t h e  weight loss associated with t h e  molecular effusion process, and can thereby 
evaluate both the vapor pressure and vapor molecular weight of t h e  substance being 
studied. A desc r ip t ion  of t he  tors ion method and i t s  appl icat ion t o  various vapor- 
i za t ion  s tud ie s  is given i n  previous publ icat ions (6 -8) .  In addition, t he  vaporiza- 
t i on  of ?&SI4 was a l so  s tudied by high temperature mass spectrometry, using an 
instrument and technique described i n  e a r l i e r  work (9, 10). Alumina effusion cells 
were used in  a l l  o f  the present  s tudies .  Resul ts  obtained on MgSO and CaSO are 
described separately below. 

4 4 
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Torsion-gravimetric effusion measurements were made with four cells of orifice 
diameter 0.6,.1.0, 1.5, and 2.00 mm covering a range of 980 to 1060 K. A 
substantial variation of decomposition pressure with effective orifice area (product 
of orifice area and transmission factor) was observed, indicating an appreciable 
kinetic barrier for the vaporization-decomposition process. 

Additionally, the measured vapor moleckar weight, MI, showed an interesting 
variation with temperature and orifice area. M* derived from the combined torsion- 
weight loss data is really a weight average molecular weight, and would have values 
of 54.6 and 80.1 for the overall vaporization processes MgSO (s) = M g O ( S )  + SO (g) + 
1/20 (g) and MgSo (s) = MgO(s) + S03(g), respectively. 
at tEe lower end of the temperature range, M* values of 78-80 were measured, indi- 
cating the vapor to be comprised almost entirely of SO 
Vapor molecular weights determined with the 0.6 and 1.8 mm diameter orifice cells 
were somewhat lower, varying from 55 to 65 [P(SO )/P(SO ) = 0.02 to 0.921, a clear 
indication that vapor composition is approaching the SO 
orifice size decreases, and as temperature and residence time of gaseous species in 
the cell increase. Since a free energy calculation shows that at equilibrium the 
ratio P(SO )/P(So < 100 under our conditions, it is obvious that the vaporization 
process is kinetically limited to a substantial degree. It is a matter of both 
practical and fundamental importance to determine the nature of this kinetic barrier. 

4 2 With the larger orifices 
4 

under those conditions. 

3 2 + 1/20 stoichiometry as 2 2 

3 .  2 

A s  a check on the vapor molecular weights, the composition of the effusing 
vapor over MgSO (s) was determined by high temperature mass spectrometry, using an 
alumina cell with 1.5 mm diameter orifice. Over the range 940 to 1080 K, the ratio 
P(So )/P(SO was found to have the relatively constant value of 19 f. 1. In agree- 
ment with tge above molecular weight measurements. 
thus reinforce the concept of a kinetically limited vaporization process. It 
appears that under dynamic conditions, the initial vaporization step involves the 
evolution of an So molecule, rather than the equilibrium mixture of SO and 0 on 
the surface. There are several factors which could influence the kinetics of the 
final conversion to SO 
the sample, possible catalytic effects of the sample surface and/or cell walls, and 
the temperature. 

4 

3 The mass spectrometric data 

3 0 2 

and 02, including the thickness of the residual MgO layer on 2 

A thermodynamic analysis of the results reveals other interesting information. 
Figure 1 is a plot of our measured total pressures for the MgSO decomposition, 
obtained by the torsion method with the 0.6 and 1.0 mm diameter orifices. The solid 
line in Figure 1 is the pressure derived from these data by an extrapolation to zero 
orifice area using the Whitman-Motzfeldt relation P = P (1 + BCa) where P and P 
are equilibrium and observed pressures, C and a areeorifTce area and Clausfng faclor, 
and B is a constant for a particular cell design. It would be especially instructive 
to compare the extrapolated pressures with calculated equilibrium pressures for the 
process MgS04(s) = YgO(s) + S02(g) + 1/202(g), since measured M* values are approaching 
the SO + 0 composition at the temperature shown. However, the heat of formation 
and heat content of MgS04 are not sufficiently well established for a meaningful 
thermodynamic calculation of equilibrium pressures. 
equilibrium pressures extrapolated from the higher temperature decomposition measure- 
ments of Dewing and Richardson (11) and from the selected data of Kellogg (4).  Our 
derived pressures extrapolated to zero orifice area are an order of magnitude 01 nore 
lower than the best literature results for the equilibrium decomposition process, 

4 

2 2  

Shown, instead, in Figure 1 are 



f u r t h e r  evidence of a severe k i n e t i c  l imi t a t ion .  Much remains to  be done t o  c l a r i fy  
the  s i t u a t i o n ,  but a t e n t a t i v e  explanation envisions SO as the  primary vaporizing 
species ,  with subsequent decomposition t o  SO and 0 by w a l l ,  surface o r  gas phase 
co l l i s ions ,  the extent  of which is highly dependent on residence time. A measured 
M* c lo se  to 55 would not necessar i ly  s ign i fy  t o t a l  equ i l ib ra t ion  within the cell ,  
but could be the r e s u l t  of a l a r g e  concentration gradient  between sample surface 
and effusion o r i f i c e .  In t h i s  sense, t h e  observed pressure would be dominated by 
the evolution of SO 

3 
2 2 

3' 

I t  appears t h a t  t h e  pressure data obtained with the l a rge r  effusion o r i f i c e s ,  
where vapor molecular weights of 80 f 2 indicate  the vapor t o  be composed largely of 
SO3, can be interpreted t o  yield the SO3 equilibrium decomposition pressure f o r  the 
process MgSO (s) = MgO(s) + SO (g) ,  which can be used i n  turn t o  der ive a value for  
t he  enthalpy of formation of MgSO ( 5 ) .  Our preliminary ana lys i s  y i e lds  
&f&8(MgS04) = -311 * 1 kcal/mol, and ind ica t e s  the JANAF Table (12) value t o  be i n  
e r r o r  by about 10 kcal/mol. 

4 3 
4 

B. CaSO, 
Because of the complex r e s u l t s  observed f o r  MgSO,, i t  seemed worthwhile to  t e s t  

t he  app l i cab i l i t y  of  t h e  effusion method and the  Whitman-Motzfeldt model t o  a s u l f a t e  
decomposition process f o r  which a l l  the relevant thermodynamic da ta  are reasonably 
w e l l  established. CaSO is highly sa t i s f ac to ry  i n  this regard,  and t o  our knowledge, 
t he re  are  no previous effusion measurements reported. 

To d a t e ,  t o r s ion  pressure data  and vapor molecular weights have been obtained 
over the range 1140 to 1240 K with effusion cells of 0.6 and 1.0 mm diameter o r i f i c e  
area.  A p l o t  of t h e  observed pressure da t a  is shown i n  Figure 2. With both cells,, 
M* values of  54 f 2 were determined, independent of temperature, c l ea r ly  indicating 
the  effusing vapor t o  have the stoichiometry SO2 + 1/20 . 
l i n e  on Figure 2 is the  pressure derived from a zero o r t f i c e  s i z e  extrapolat ion and 
its comparison with the  selected equilibrium da ta  of Kellogg (8) and equilibrium 
pressures calculated from thermochemical data f o r  t h e  process CaSO (c)  = CaO(c) + 

A l s o  shown as the  so l id  

S02(g) + 1/202(g). 4 

I t  is evident t h a t  t he  extrapolated effusion pressures agree c lose ly  with the 
bes t  avai lable  equilibrium da ta ,  providing a s a t i s f a c t o r y  test of t he  experimental 
technique and da ta  treatment model. The observed o r i f i c e  s i z e  e f f e c t  does s ignify 
an appreciable k i n e t i c  b a r r i e r ,  but i n  t h i s  instance i t  would appear t h a t  the ba r r i e r  
does not include a s l o w  SO3 + SOp conversion s t e p  on the surface or on the  walls.  
In  contrast  t o  the r e s u l t s  f o r  MgSO , t h i s  behavior of CaSO may be due to  enhanced 
c a t a l y t i c  p rope r t i e s  of the CaS04 -4Ca0 surface,  or t o  a simple temperature effect .  
(The CaSO measurements were made a t  temperatures about 200 degrees higher than fo r  
MgS04. ) 

C. Mechanism of Decomposition 

4 

4 

Although t h e  experimental and da ta  analysis  phases of t he  work on MgSO and 
4 CaSO 

mechanism of s u l f a t e  decomposition. 
are  not ye t  complete, w e  present here some preliminary thoughts about t h e  

4 

The e f fus ion  results obtained to  da t e  can be interpreted t o  ind ica t e  t h a t  the 
f i r s t  s t e p  i n  t h e  decomposition of MgS04 is: 



MgS04(s) - MgO(s) + S03(g) 

even though the thermodynamically favored reaction is decomposition to SO 
Reaction 1) is then followed by further decomposition 

+ 0 2 2' 
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1) 

S03(g) - S02(g) + 1/202(g) 2 )  

only if the SO3 has sufficient residence time in the effusion cell. In other words, 
reaction 2) is catalyzed by processes occurring inside the effusion cell, and the 
longer SO residence times associated with the smaller orifices lead to the observed 
decrease ?n the ratio P(SO )/P(S02). 

3 

The results are in accord with the literature. Hulbert (13) studied the kinetics 
of decomposition of MgSO between 920' and 1O8O0C, and found that the results could 

4 be represented by a contracting-sphere rate equation, which implies that the rate is 
controlled by the surface area of unreacted MgS04. That is, the rate per unit sur- 
face area is constant, but the amount of surface decreases as the particles decompose. 
The activation energy was 74.5 kcal per mole, which is close to the enthalpy change 
for reaction I), 72 * 5 kcal/mole, implying that reaction 1) is rate-limiting. The 
effect of sample size was interpreted as indicating that increased SO pressure 
decreased the rate. That is, further evidence that reaction 1) is rafe limiting. 
Pechkovski (14, 15) found that, in a stream of flowing gas at temperatures of 750 
to 1O5O0C, the rate,ofdecomposition of MgSO 
of 02. 
than the thermodynamically more favored reaction 3) 

was independent of the partial pressure 
4 That result also indicated reaction 1) was the rate limiting step rather 

MgS04(s) - MgO(s) + S02(g) + 1/202(g) 3) 

for which the rate would be inhibited by oxygen. Knopf and Staude (16) quenched a 
gas stream that had passed over heated MgS04 and identified So 
indicates that reaction 2) was slower than reaction 1) in their experiments. 

as a product, which 
3 

On the other hand, our results show that in the decomposition of CaSO the pro- 4 Searcy and his ducts are SO2 and 02,  independent of temperature and orifice size. 
students have studied the decomposition of BaS04 (17) and SrS04 (18). 
the decomposition products to be SO 
BaSO were in agreement with equiligrium pressures calculated from thermodynamic 
data for the reaction analogous to reaction 3) .  

They found 
and 02, and their torsion effusion results for 

4 

Searcy's group has also measured the rate of evaporation of BaSO under free 
4 surface conditions. Under those conditions, the apparent pressures are about 1% of 

the equilibrium values. They remark that their explanation, in terms of active 
surface sites, i s  not entirely satisfactory. 

We feel that the behavior of MgS04 compared to the sulfates of Ca, Ba, and Sr 
can be explained by a different model, as follows. The rate determining step is. 
presumed to be the surface desorption of SO3 for all these sulfates. 
oxide formed by the decomposition is left on the surface as a porous layer which 
does not impede the desorption of SO3.  However, as the SO diffuses through the 
oxide layer it 1 s  converted to so and 02. In effect, the porous oxfde layer 
catalyzes the conversion of SO to SO and 0 Catalysis by the MgO layer is,Pre- 
sumed to be much less effective than $hat by CaO, SrO or BaO; therefore, the 

The metal 

3 
2 

3 2' 

4 
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apparent products of the reac t ion  a r e  SO f o r  @SO and SO and 0 f o r  t h e  other  
su l fa tes .  

3 4 2 2 

The reason t h a t  MgO is less c a t a l y t i c  may be simply t h a t  the temperature is 
The decomposition lower f o r  MgO than the  o t h e r  oxides by several  hundred degrees. 

of SO is a thermally ac t iva ted  react ion (19) (ac t iva t ion  energy, 40 kcal  per mole). 
There is a lso  some evidence t h a t  the  decomposition of %SO4 is catalyzed by oxides, 
i.e., Fe203, Cr 0 

3 

and CuO (14, 15). 
( 

2 3  

These i n i t i a l  s tud ies  ind ica te  t h a t  the  experimental method can be used t o  
generate thermodynamic d a t a  needed i n  cycle  ana lys i s ,  
the  decomposition process may present some p r a c t i c a l  problems. 
conversion of SO 
decompositions. 'Further s tdies  of the  thermodynamics and k i n e t i c s  of s u l f a t e  
decompositions a r e  i n  progress. 

and a l s o  that the k i n e t i c s  of I 

In p a r t i c u l a r ,  the 
t o  SO + 0 may be a r a t e  l imi t ing  s t e p  i n  low temperature s u l f a t e  

2 
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I n t roduc t i on  

u t i l i z e  t h e  reverse Deacon Reaction t o  l i b e r a t e  oxygen from water. 
t h e  process i s  devoted t o  l i b e r a t i n g  the  hydrogen and regenerat ing c h l o r i n e  and o the r  
reagents. 

A number o f  Thermochemical water s p l i t t i n g  processes have been proposed which 
The balance Of 

The reverse Deacon reac t i on  i s  a h igh  temperature gas phase reac t ion .  

H20 + C l z  + 2HCl + 15 02 

The thermochemical data f o r  t h i s  reac t i on  are  q u i t e  we l l  documented and the  free 
energy change i s  zero a t  about 860K. 
a t  900 t o  1200K w i t h  an excess o f  water t o  minimize the  recyc le  o f  ch lo r i ne .  

magnesium compounds. 

Proposals genera l l y  suggest running the  reac t ion  

An a l te rna te  process f o r  l i b e r a t i n g  oxygen i s  the  p a i r  o f  reac t ions  i nvo l v ing  

These reac t ions  were proposed by Wentorf and Hanneman (1) o f  General E l e c t r i c  as p a r t  
of one o f  t h e i r  cycles. Note t h a t  t he  sum o f  these two reac t ions  i s  t h e  reverse Dea- 
con reac t ion .  Ac tua l l y ,  these reac t ions  a re  w r i t t e n  as a condensed representa t ion  of 
t he  ne t  e f f e c t  o f  several  reac t ions .  The f i r s t  react ion,  as proposed a t  G. E., i s  run 
i n  aqueous s o l u t i o n  and requ i res  a c a t a l y s t  t o  decompose an in te rmed ia te  hypochlor i te.  
Under t h e  proper cond i t ions  near l y  pure oxygen i s  evolved from the  s o l u t i o n  SO t h a t  
gas phase separat ion i s  minimized. 

The second reac t i on  i n  t h i s  p a i r  i s  a high temperature sol id-gas reac t i on  which 
has been used commercially t o  produce MgO. One process which has been discussed i n  
the  l i t e r a t u r e  (2 )  uses a spray tower f o r  countercurrent con tac t  o f  combustion products 
and water w i t h  MgC12'. However, oxygen w i l l  r eac t  w i th  H C l  t o  regenerate ch lo r i ne ,  so 
the  oxygen concentrat ion i n  the  combustion products must be minimized i f  HC1 i s  the  
desired product. 

A v a r i a n t  o f  t h i s  process i s  t he  use o f  both MgO and MgC12 i n  t h e  s o l i d  phase as: 

MgO + C12722K MgC12 + 

MgC12 + H2081QK MgO + 2HC1 

These reac t ions  have been suggested by Abraham ( 3 ) .  
reac t ions  i s  approximately zero a t  t h e  i nd i ca ted  temperatures. 
a t  298K are -37.6kJ and 96.3kJ, respec t ive ly .  

by mentioning the  reacti,ons suggested by Bowman (4):  

The f r e e  energy change f o r  these 
The heat o f  reac t i on  

The l i s t  o f  a l te rna tes  t o  the reverse Deacon reat ion:  i s  e s s e n t i a l l y  completed 

C l p  + SO, + 2H20 -+ 2HC1 + H2S04 

*Work performed f o r  t he  U.S. Energy Research and Development Admin is t ra t ion  under 
Cont rac t  NO. W-7405-eng-82. 
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The f i r s t  o f  these reac t ions  would be a low temperature reac t i on  producing concentrated 
s u l f u r i c  acid. The h igh  temperature decomposition o f  s u l f u r i c  a c i d  has been considered 
as p a r t  o f  several s u l f u r  based thermochemical cycles. 
be considered f u r t h e r  i n  t h i s  paper. 

The purpose o f  t h i s  paper i s  t o  present p re l im ina ry  k i n e t i c  data f o r  each o f  
these reac t i on  schemes and compare processing requirements. 
paths could be used i n  a thermochemical cyc le  which requ i res  the chemical e f f e c t  o f  
the  reverse  Deacon reac t i on .  The choice among the  processes depends upon the heat 
balance considerat ions,  t h e  work o f  seperat ion and how we l l  the  process can be i n t e -  
g ra ted  w i t h  t h e  r e s t  o f  t h e  cycle.  I n teg ra t i on  w i t h  a c y c l e  i s  o f  pr imary importance 
i n  heat  balance considerat ions and t h e  recovery and reuse o f  HC1 elsewhere i n  the 
cycle. That i s ,  the need f o r  a wet HC1 gas, anhydrous H C l  gas o r  aqueous s o l u t i o n  o f  
HCl  may make one reac t i on  scheme more a t t r a c t i v e  than another. Re la t i ve  reac t ion  
ra tes  and corrosion ra tes  w i l l  a lso  be important i n  terms o f  t h e i r  a f f e c t  on i nves t -  
ment and maintenance costs. 

The s u l f u r  reac t ions  w i l l  no t  
I 

Any o f  the  above reac t ion  i 

Reverse Deacon Reaction 
The thermochemical da ta  f o r  t h i s  reac t i on  have been worked ou t  and equ i l i b r i um 

compositions can be ca l cu la ted  reasonably accurately.  
been reported (5)  f o r  t h e  Mark 7 cyc le  and t h i s ,  of course, includes the reverse 
Deacon reac t ion .  The process diagram as proposed i n  t h a t  cyc le  i s  shown i n  Figure 1. 
Ch lor ine  and water  a re  f e d  t o  a reac to r  which operates a t  about 1000K. Assuming a 
s to i ch iomet r i c  feed m ix tu re  and equ i l i b r i um a t  t he  e x i t  o f  t he  reac tor ,  about 52% o f  
t he  water and ch lo r i ne  w i l l  be reacted and the  HC1 concent ra t ion  w i l l  be about 46%. 
This means about !!3 mole: o f  HC1 azeotrope w i l l  be c i r c u i a t e d  t o  t h e  absorber f o r  each 
mole o f  ch lo r i ne  reacted. The absorber product w i l l  then be above the  azeotrope com- 
p o s i t i o n  and d r y  HC1 can be taken from the  t o p  of t h e  d i s t i l l a t i o n  coumn. The absor- 
be r  o f fgas  i s  then cooled t o  remove t h e  remaining HC1 and H20 and the  oxygen and ch lo -  
r i n e  a r e  f u r t h e r  cooled and compressed t o  separate l i q u i d  ch lo r ine .  
compression work could be avoided by p r e f e r e n t i a l  absorp t ion  o f  ch lo r i ne  i n  an appro- 
p r i a t e  solvent. 

be fed. 
and water, the bes t  means f o r  r e c y c l i n g  the water w i l l  vary. 
could be recyc led  from the  absorber o f fgas  condenser. 
l a t i o n  of an azeotrope breaker column i n  the azeotrope recyc le  stream. Su l fu r i c  a c i d  
i s  f requent ly  used t o  d r y  an HC1-H 0 azeotrope. 
Deacon process w i t h  a l t e r n a t e  procgsses, the recovery o f  t he  water and the  source and 
Composition o f  t he  HC1 stream t o  be used i n  the  thermochemical cyc le  are n o t  primary 
considerat ion.  
heav i l y  on the recovery and recyc le  o f  water s ince  most processes w i l l  have s i m i l a r  
needs. 

Scattered 
l i t e r a t u r e  r e s u l t s  i n d i c a t e  t h a t  the  uncatalyzed r a t e  of reac t i on  i s  q u i t e  slow. 
Cata lys ts  fo r  t he  Deacon reac t ion ,  t he  reverse o f  the  reac t i on  used here, have been 
developed b u t  they  are  too  v o l a t i l e  f o r  the p ro jec ted  opera t ing  temperature. A 
pa ten t  assigned t o  A i r  Reduction Co. (6) suggests us ing  r a r e  ea r th  ch lo r i des  which 
would seem t o  be  reasonable Russian workers ( 7 )  have used mixtures o f  MgO, MgCl 
and CaO as ca ta lys ts ,  b u t  v o l a t i l i t y  may a lso  be a problem w i t h  these compounds. 
None of these workers have presented reac t i on  r a t e  data. 
whether a c a t a l y s t  w i l l  be requ i red  a t  t he  proposed opera t ing  temperature of 1000K. 

Simple once-through system was assembled as a p lug  f l o w  reac tor .  The ch lo r i ne  and 
Steam feed streams were preheated and passed through a mix ing  zone p r i o r  t o  en ter ing  

Process heat balances have 
i 

The oxygen-chlorine 

One process has suggested s u l f u r  monochloride as a so lvent  (6) .  

This process diagram has no p rov i s ion  f o r  recover ing t h e  excess water which must I1 
Since each thermochemical cyc le  w i l l  have somewhat d i f f e r e n t  needs f o r  HC1 

Obviously, some water 
The o the r  p o s s i b i l i t y  i s  i n s t a l -  

For purposes o f  comparing the  reverse 

That i s ,  comparison o f  the  oxygen l i b e r a t i n g  processes w i l l  no t  depend 

The k i n e t i c s  o f  thAs reac t i on  have received very  l i t t l e  a t ten t ion .  

Therefore, i t  i s  no t  known 

To ob ta in  p re l im inary  reac t i on  r a t e  data on the  reverse Deacon reac t ion ,  a 

1 



the  reac tor .  The reac to r  temperature was maintained by a c lamshel l  furnace c o n t r o l l e d  
t o  Q0c. The reac tor  was constructed o f  6mm IO Vycor tub ing  about 150cm long. The 
reac tor  Was Constructed i n  f i v e  hor izon ta l  passes through the  3Ucm furnace. This con- 
s t r u c t i o n  was necessary t o  p rov ide  an adequate v e l o c i t y  i n  the  reac to r  wh i l e  ob ta in ing  
su f f i c i en t  residence t ime t o  g i ve  10 t o  20% conversion. The progress o f  t he  reac t i on  
was monitored by condensing H20 and HC1 i n  a water scrubber, reac t i ng  excess C l z  i n  a 
K I  so lu t i on  and f i n a l l y  c o l l e c t i n g  the  O2 i n  an i nve r ted  graduated cy l i nde r .  
ch lo r i ne  and water flow ra tes  were var ied  i n  each run  so t h a t  the residence t i m e  i n  
the  reac tor  va r ied  between 2.5 and 6.5 seconds w h i l e  t h e  r a t i o  o f  water t o  ch lo r i ne  
feed concentrat ion va r ied  between 0.5 and 2.0. 

950K. The r e s u l t s  are given i n  Table 1. These data were analyzed by assuming a 
r a t e  equation and apply ing the  p lug  f l ow  reac to r  model. 

The 

The experiments were run  a t  atmospheric pressure and two temperatures, 900K and 

The general r a t e  equat ion 

r = klIC121a{H20?b - k2{HC11C{021d 

was used where the  brackets i n d i c a t e  concentrat ions i n  moles per  l i t e r .  
equ i l i b r i um conversions f o r  t h i s  reac t ion  a re  grea ter  than 40% and the  measured con- 
versions were always l e s s  than 50% o f  the  equ i l i b r i um conversion, t he  reverse reac t i on  
was considered neg l i g ib le .  A l l  i n tege r  combinations o f  a and b between 0 and 2 were 
used t o  t e s t  r a t e  models. 
12 reac t i on  r a t e  models were tested. 

Since the  

Values o f  a=+ w i t h  b=o o r ?  were a l so  t r i e d .  A t o t a l  of 

The plug f l ow  reac to r  model (see e.q., 8)  i n  the  form was used t o  t e s t  each " 

2) 

r a t e  equation. By d e f i n i n g  X as the  moles o f r ch lo r i ne  reac ted  per  mole of c h l o r i n e  
fed and accounting f o r  the  vofume chan e w i t h  ex ten t  o f  react ion,  t h e  concent ra t ion  
o f  ch lo r i ne  i s  (C12) = CA = CAo(l-XA)Z!Nt;; . Here, CAo i s  the  feed concent ra t ion  

2 N t  + X A .  
f n  g -moles / l i te r .  Using these concentrat ions i n  equat ion 1 w i t h  k =O. s u b s t i t u t i n g  
equation 1 i n t o  equation 2 and in teg ra t i ng  r e l a t e s  the  reac to r  e x i ?  conversion, XAf, 
t o  the  residence time T and the  molar water t o  c h l o r i r e  feed r a t i o ,  N. 

equation 1. The r e s u l t  i n  t h i s  case i s  
The model which appears t o  g ive  the bes t  f i t  r e s u l t s  from us ing  a=1, b=o i n  

A p l o t  o f  the  r i g h t  hand s ide  o f  equation 3 versus T w i l l  g i ve  a s t r a i g h t  l i n e  o f  
slope k i f  the  co r rec t  r a t e  equat ion has been chosen, A p l o t  o f  equat ion 3 i s  
shown i h  F i  ure 2 f o r  both the  900 and 950K experiments. The values o f  k l ,  a re  
Q.032 set.-! a t  900K and .051 sec-! a t  950K. Assuming on Arehnius re la t i onsh ip ,  
kfAe-E/RT, gives A=224 sec-1 and E=66.2 kJ. 

the  o the r  ra tes  expressions aeproximated a l i n e a r  re la t i onsh ip .  
case o f  a=2, b=l  o r  r=k  ( C l  ) (H 0) 4). Figure 3 shows the  r e s u l t s  f o r  equat ion  4 
when p l o t t e d  i n  the  manger $orrestonding t o  equation 3. 
3 y i e l d  the  constants k2=880 g mole/!?.)-2 sec-1 a t  900K,k2=1762 (g-mole/e)-2sec-1 a t  
%OK, E=971. kJ and A=3.82X106.- 

than the  one i n  Figure 3, p a r t i c u l a r l y  a t  950K. Th is  model i s  a l s o  eas ie r  t o  j u s t i f y  
mechan is t i ca l l y  i n  t h a t  i t  imp l ies  t h a t  t he  reac t i on  which forms c h l o r i n e  r a d i c a l s  i s  

A l l  12 r a t e  expressions were s i m i l a r l y  analyzed. With one exception, none of  
The except ion i s  the 

The s t r a i g h t  l i n e s  i n  F'gure 

The model shown i n  Figure 2 appears t o  g i ve  a s l i g h t l y  b e t t e r  f i t  o f  the da ta  
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I '  
58 r a t e  c o n t r o l l i n g .  The s l i g h t l y  g rea te r  d ispers ion  o f  the  data a t  950K might suggest 

t h a t  t he  format ion o f  c h l o r i n e  r a d i c a l s  i s  n o t  t he  on ly  r a t e  l im i ' t a t i on  a t  t h e  higher 
temperature. 
t h e  range of cond i t ions  under which they were determined. 

increase the  reac t i on  r a t e  ?decrease the residence t ime)  i n  a commercial sca le  reac tor  
opera t ing  a t  900 t o  950K. I n  t h a t  case, coo l i ng  o f  t h e  reac to r  products would probabl> 
be r a p i d  enough t o  avoid a s i g n i f i c a n t  amount o f  reverse reac t ion .  If the  reac t ion  tem- 
pera ture  i s  ra ised  t o  1100K, a c a t a l y s t  may no t  be necessary bu t  the i n i t i a l  coo l ing  
would need t o  be very r a p i d  t o  avo id  the  reverse reac t ion .  
t o  c l a r i f y  t h i s  po in t .  

Mg(OH)2 - MgC12 Reactions 

were w r i t t e n  as 

I n  any event i t  seems obvious t h a t  these data should be used o n l y  i n  

The residence t ime r e  u i r e d  here suggests t h a t  a c a t a l y s t  would be j u s t i f i e d  t o  

Fur ther  data are requ i red  

The magnesium reac t i ons  proposed by Wentorf and Hanneman (1 )  o f  General E l e c t r i c  

Mg(OH)2 + C12 + Mg.C1 + H20 + 1102 
Mg C12 + H20 + Mg (OHf2 + 2HC1 

Although they recognized t h a t  these reac t ions  were no t  t he  reac t ions  t h a t  a c t u a l l y  
occurred, they d i d  no t  i n d i c a t e  a l l  t he  po ten t i a l  d i f f i c u l t i e s .  
b u t  s t i l l  incomplete, r e a c t i o n  sequence can be w r i t t e n  as 

A more i nd i ca t i ve ,  

A l l  o f  these reac t ions  occur q u i t e  read i l y .  
mediate hypoch lor i te  which must be decomposed c a t a l y t i c a l l y .  
ch lo r i de ,  f o r  example, produces a f i n e l y  d i v ided  coba l t  oxide which permits t h e  
hypoch lo r i t e  decomposition t o  proceed very r a p i d l y  (9).  
n o t  occur i n  a concentrated MgCl 
d i l u t e  s o l u t i o n  and the  excess w h e r  must then be evaporated t o  c r y s t a l l i z e  
MgC12'6 H20 i n  reac t i on  3 .  This  evaporat ion adds s u b s t a n t i a l l y  t o  the  already excessive 
heat  load  f o r  the process. The c r y s t a l l i z a t i o n  process w i l l  a l s o  remove the  c a t a l y s t  
from s o l u t i o n  and the  c a t a l y s t  would then pass through reac t i on  4. However, when the  
coba l t  ox ide  c a t a l y s t  i s  removed from s o l u t i o n  and d r i e d  i t  becomes a l ess  e f f e c t i v e  
ca ta l ys t .  Some c a t a l y s t  regenera t ion  procedure would probably be requ i red  t o  provide 
f i n e l y  d i v ided  p a r t i c l e s  aga in  f o r  reac t i on  2. 

from s o l u t i o n  and the  excessive heat  requ i red  t o  decompose the hexahydrate t o  MgO 
are  each ser ious de t r iments  t o  t h i s  process and c o l l e c t i v e l y ,  preclude f u r t h e r  consi- 
de ra t i on  o f  t h i s  process as an  a l t e r n a t e  t o  the reverse Deacon reac t ion .  

Mg0-MgC12 Reactions 

running sol id-gas reac t ions  w r i t t e n  as 

The second reac t i on  produces an i n t e r -  
The add i t i on  o f  coba l t  

However, t h i s  reac t i on  w i l l  
so lu t ion .  Therefore, reac t i on  2 must be run  i n  a 

The c a t a l y s t  hand l ing  problems, t h e  concent ra t ion  and c r y s t a l l i z a t i o n  of MgC12 

The c a t a l y s t  and dehydra t ion  problems o f  t h e  above reac t ions  can be avoided by 

MgO (SI + C12(g) 

Mg Cl,(S) + H20(g) 

7z0K Mg C12(s) + L,02(g) 

8ioK MgO ( s )  + 2HC1 (9)  

 AH^^^ = -37.6RJ 

 AH^^^ = 96.3RJ 
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magnesium compounds on a porous surface and a l t e r n a t e l y  passing steam and ch lo r i ne  
over the  bed. The use o f  two beds i n  much t h e  same way as i o n  exchange res ins  a re  
used would Provide a semi-continuous process. The data p resent ly  ava i l ab le  ind ica tes  
t h a t  no o the r  process us ing  the  magnesium reac t ions  i s  an a l t e r n a t i v e  t o  the  reverse 
Deacon react ion.  

Conclusions 

o r  h igher )  o r  a ca ta l ys t  t o  ob ta in  s a t i s f a c t o r y  reac t i on  rates.  
i s  used, t h e  reverse reac t i on  i s  l i k e l y  t o  occur as the  products a re  cooled. The 
reverse reac t i on  could be minimized by very  r a p i d  coo l i ng  bu t  t h i s  would i ncu r  i r r e v e r -  
s i b l e  heat losses i n  a d d i t i o n  t o  the  heat requ i red  t o  d r i v e  the  reac t ion .  The work 
of separat ion and recyc le  i s  a lso  very l a r g e  f o r  t h i s  react ion.  

of magnesium ch lo r i de  i nd i ca tes  t h a t  both these reac t ions  must be run  as s o l i d  gas 
reac t ions .  I n  add i t ion ,  they must be run i n  such a way t h a t  d i f f u s i o n a l  l i m i t a t i o n s  
t o  t h e  reac t i on  r a t e  a re  avoided. 
l ead  t o  a good a l te rna te  t o  t h e  reverse Deacon reac t ion .  

The reverse Deacon reac t i on  i s  shown t o  requ i re  very  h igh  temperatures (1100K 
I f  a h igh  temperature 

Pre l im inary  experimental work on t h e  c h l o r i n a t i o n  o f  magnesia and the  hyd ro l ys i s  

Successful demonstration o f  such a process may 

I 
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Run 
Number 

A 1  
A 2  
A 3  
A 4  
A 5  
A 6  
A 7  
A 8  
A 9  
A 10 
A 11 
A 12 
A 13 
A 14 
A 15 
A 16 
A 17 
A 18 
A 19 
A 20 
A 21 
A 22 
A 23 
A 24 
A 25 
A 26 
A 27 
A 28 
B 1  
B 2  
B 3  
B 4  
B 5  
B 6  
B 7  
B 8  
B 9  
B 10 
B 11 
B 12 
B 13 
B 14 
B 15 
B 16 
B 17 
B 18 
8 19 
B 20 

Feed Rate* 
(c. c. /mi  n) 

847 
725 
847 
725 
550 
61 1 
550 
61 1 
780 
658 
780 
658 
463 
495 
532 
574 
636 
550 
471 
503 
539 
582 
643 
31 3 
345 
382 
424 
486 
332 
364 
403 

51 3 
398 
430 
469 
514 
579 
441 
474 
51 2 
558 
622 
479 
51 2 
550 
596 
660 

448 

Table 1 
Experimental Results 

(CI 1 x 1 0 ~  (H,o)x~o~ 
(g-$ioles/l I (g-moles/l I 

5.823 
4.523 
5.823 
4.523 
6.559 
7.258 
6.559 
7.258 
6.327 
4.987 
6.327 
4.987 
4.523 
5.108 
5.691 
6.276 
6.976 
5.958 
4.450 
5.030 
5.610 
6.193 
6.893 
6.695 
7.333 
7.931 
8.498 
9.135 
6.365 
6.938 
7.505 
8.043 
9.127 
5.317 
5.882 
6.457 
7.018 

4.792 
5.341 
5.908 
6.470 
7.132 
4.412 
4.944 
5.500 
6.058 
6.721 

7.668 

*A-Group are based on 900°K 
8-Group a re  based on 950°K 

7.727 
9.027 
7.727 
9.027 
6.991 
6.292 
6.991 
6.292 
7.223 
8.563 
7.223 
8.563 
9.028 
8.442 
7.859 
7.274 
6.574 
7.592 
9.102 
8.520 
7.941 
7.357 
6.657 
6.855 
6.217 
5.619 
5.052 
4.415 
6.472 
5.898 
5.332 
4.794 
4.423 
7.520 
6.955 
6.380 
5.819 
5.169 
8.044 
7.496 
6.928 
6.366 
5.705 
8.424 
7.892 
7 ..336 
6.779 
6.116 

N 

1.327 
1.996 
1.327 
1.996 
1.066 
0.867 
1.066 
0.867 
1.141 
1.717 
1.141 
1.717 
1.996 
1.653 
1.381 
1.159 
0.942 
1.274 
2.046 
1.694 
1.416 
1.188 
0.966 
1.024 

0.708 
0.594 
0.483 
1.017 
0.850 
0.710 
0.596 
0.485 
1.414 
1.182 
0.988 
0.829 
0.674 
1.678 
1.403 
1.173 
0.984 
0.800 
1 .go9 
1.596 
1.334 
1.119 
0.910 

0. a48 

61 

T Conversion 
(Sec.1 (%I 
2.41 
2.81 
2.41 
2.81 
3.71 
3.34 
3.71 
3.34 
2.62 
3.10 
2.62 
3.10 
4.41 
4.12 
3.84 
3.55 
3.21 
3.71 
4.33 
4.06 
3.78 
3.50 
3.17 
6.52 
5.92 
5.35 
4.81 
4.20 
6.14 
5.60 
5.06 
4.55 
3.98 
5.13 
4.74 
4.35 
3.97 
3.52 
4.62 
4.31 
3.98 
3.66 
3.28 
4.26 
3.99 
3.71 
3.42 
3.09 

6.91 
7.88 
6.91 
7.06 
9.24 
8.16 
9.24 
8.20 
8.34 

10.77 
8.31 

10.59 
13.82 
14.29 
14.13 
13.60 
12.06 
13.62 
9.48 

11.87 
11.20 
12.38 
10.81 
17.50 
16.90 
14.76 
13.46 
12.12 
21.96 

24.00 
23.15 
21.1 5 
19.61 
20.33 
20.55 
20.23 
17.94 
18.69 
20.22 
18.54 
17.24 
15.64 
19.87 
19.89 
19.27 
18.54 
16.14 

23.28 
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1 

TECHNICAL STATUS OF THE WESTINGHOUSE SULFUR CYCLE FOR THE THERMO- 
CHEMICAL DECOMPOSITION OF WATER, L . E .  Brecher, S .  Spewock, C . J .  Warde, 

The Westinghouse sulfur cycle  i s  described in some d e t a i l .  Kinetic 

5 Westinghouse Research Laboratories. 

' resul ts ,  catalyst  effect iveness  and l i f e  test r e s u l t s ,  and a study of 
techniques to insure a current eff ic iency of 100% €or hydrogen production 
are described. 
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